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UEM

G1 @d2

HANSAFFLEX

Union nut

Connection 1: metric nut thread
Standard: DIN 3870
Surface protection: electro galvanised

Product versions: UEM VA, Union nut, VA, Stainless steel
UEM MG, Union nut MG, Brass

Identification

UEM 04 LL
UEM 05 LL
UEM 06 LL
UEM 08 LL
UEM 10 LL
UEM 12 LL
UEM 16 LL
UEM NW 04 L
UEM NW 06 L
UEM NW 08 L
UEMNW 10 L
UEMNW 13 L
UEMNW 16 L
UEMNW 16 L 27
UEM NW 20 L
UEM NW 25 L
UEMNW 32 L
UEM NW 40 L
UEMNW 03 S
UEM NW 04 S
UEMNW 06 S
UEM NW 08 S
UEMNW 10 S
UEMNW 13 S
UEMNW 16 S
UEMNW 20 S
UEMNW 25 S
UEMNW32S

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / Individual parts / Union nuts

Series

LL
LL
LL
LL

nuuLLLLLLULUEFCECFECEECFECECEE e

wv

@d2

Design: Union nut
Material: Steel

G1

M8x1
M10x1
M10x1
M12x1
M14x1
M16x1
M22x1.5
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M27x2
M30x2
M36x2
M45x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

L1
mm
11,5
12,0
12,0
12,5
13,5

21,0
21,0
24,5
27,5
29,5
33,0

20



SRD Cutting ring
Design: Cutting ring Standard: DIN 3861
Material: Steel Surface protection: electro galvanised
Product versions : SRD MG, Cutting ring, Brass
SRD VA, Cutting ring, Stainless steel

Identification Series @d2 L1 Identification Series @d2 L1

mm mm mm mm
SRD 04 LL LL 4 6,0 SRD 15 L 15 10,0
SRD 05 LL LL 5 7,0 SRD 16 S 16 10,5
SRD 06 LL LL 6 7,0 SRD 18 L 18 10,0
SRD 08 LL LL 8 7,0 SRD 20 S 20 12,5
SRD 10 LL LL 10 7,0 SRD 22 L 22 10,5
SRD 12 LL LL 12 7,5 SRD 25 S 25 12,5
SRD 16 LL LL 16 9,0 SRD 28 L 28 10,5
SRD 06 L/S 6 9,5 SRD 30 S 30 13,0
SRD 08 L/s 8 9,5 SRD 35 L 35 13,0
SRD 10 L/S 10 10,0 SRD 38 S 38 13,5
SRD 12 L/S 12 10,0 SRD 42 L 42 13,0
SRD 14 S 14 10,0 SRD 65 L 65 21,2
Series: LL=Very light L=Light S=Heavy @ d2 =External pipe diameter PN = Nominal pressure PB = Max. operating pressure

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

SRWD-VI Soft seal for cutting ring
Design: Soft seal for cutting ring Material: FPM (Viton)
Identification Series @d1 @d2 E
mm mm mm
SRWD 06 VI L/S 6 9,1 73
SRWD 08 VI L/S 8 8,0 s
SRWD 10 VI L/S 10 13,3 73
SRWD 12 VI L/S 12 153 7,0
SRWD 14 VI S 14 18,8 7,2
SRWD 15 VI L 15 19,0 7,2
SRWD 16 VI S 16 20,8 7,5
SRWD 18 VI L 18 22,8 7,7
SRWD 20 VI S 20 25,8 9,3
SRWD 22 VI L 22 26,3 79
SRWD 25 VI S 25 31,5 8,9
o oar SRWD 28 VI L 28 323 8,0
SRWD 30 VI S 30 37,3 82
SRWD 35 VI L 35 41,3 8,0
SRWD 38 VI S 38 46,0 82
SRWD 42 VI L 42 48,3 8,2
£ Series: LL=Very light L=Light S=Heavy @ d1 = External pipe diameter

Permissible operating temperature (Viton): - 25 °C to + 200 °C.

HANSA,FLEX Line technology / Pipe fittings 24° DIN 2353 / Individual parts / Soft seals . 21




WD Soft seal for ED fittings

——— Design: Soft packing Standard: DIN 3869
Material: NBR
Product versions: WD V, Soft seal for ED fittings, FPM (Viton)
Identification for thread for thread @ Da adi 5]
mm mm mm
WD 8-1 M8x1 - 9,9 6,5 1,0
WD 10-1R1/8 M10x1 G1/8" 11,9 84 1,0
WD 12-1.5 M12x1.5 - 14,4 9,8 1.5
WD 14-1.5R1/4 M14x1.5 G1/4" 16,5 11,6 1.5
WD 16-1.5 M16x1.5 - 18,9 13,8 1.5
WD R3/8 = G3/8" 18,9 14,7 15
WD 18-1.5 M18x1.5 - 20,9 15,7 1,5
WD 20-1.5 M20x 1.5 - 22,9 17,8 1,5
WD R1/2 - G1/2" 23,9 18,5 1.5
WD 22-1.5 M22x1.5 - 24,3 19,6 1,5
WD 26-27-R3/4 M26x1.5 G3/4” 29,2 23,9 1,5
WD 33-2R 1 M33x2 G1" 357 29,7 2,0
WD 42-2R11/4 M42x2 G1.1/4" 45,8 38,8 2,0
WD 48-2R11/2 M48x2 G1.1/2" 50,7 44,7 2,0
WD R2 - G2" 66,0 56,0 4,0
XSA Welded on fitting
Connection 1: Welded on socket for metric pipe Connection 2: metric cylindrical outer thread
Sealing form 2: 24° inner cone Design: Welded on fitting
Construction: straight Standard: DIN 2353
Included in scope of supply: Socket (without union nut and cutting ring) Material: Steel
Surface protection: phosphate treated and oiled (Znphr5f)
Product versions: XSA VA, Welded on fitting, Stainless steel
SA, Welded on fitting, Steel
Identification Series Working pressure bar @d2 @ D1 L1 L2
mm mm mm mm
XSA NW 04 HL L PN 315 6 10 21 14,0
sw XSA NW 06 HL L PN 315 8 12 23 16,0
XSA NW 08 HL L PN 315 10 14 25 18,0
XSANW 10 HL L PN 315 12 16 25 18,0
XSANW 13 HL L PN 315 15 19 29 22,0
é ‘é XSANW 16 HL L PN 315 18 22 31 23,5
‘ XSA NW 20 HL L PN 160 22 27 36 28,5
XSA NW 25 HL L PN 160 28 32 38 30,5
k 2 2 é XSANW 32 HL L PN 160 35 40 43 32,5
P XSA NW 40 HL L PN 160 42 46 46 35,0
XSA NW 03 HS S PN 630 6 11 26 19,0
L XSA NW 04 HS S PN 630 8 13 28 21,0
XSA NW 06 HS S PN 630 10 15 30 22,5
XSA NW 08 HS S PN 630 12 17 32 24,5
XSANW 10 HS S PN 630 14 19 35 27,0

HANSAFFLEX

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Weld-on fittings



XSA (Continuation)

SA DKOL

g a1
3 d2

|

HANSAFFLEX

Welded on fitting
Identification Series Working pressure bar
XSANW 13 HS S PN 400
XSANW 16 HS S PN 400
XSANW 20 HS S PN 400
XSANW 25 HS S PN 400
XSANW 32 HS S PN 315

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Welded on sealing cone

Connection 1: Welded on socket for metric pipe
Design: Welded on sealing cone
Standard: DIN 3865

Surface protection: phosphate treated and oiled (Znphr5f)
Product versions: SA DKOL VA, Welded on sealing cone, Stainless steel

Identification Series

SANW 04 DKOL 1
SANW 06 DKOL 1
SANW 08 DKOL 1
SANW 10 DKOL 1.5
SANW 13 DKOL 2.5
SANW 16 DKOL 2.5
SA NW 20 DKOL 2.5
SANW 25 DKOL 2.5
SANW 25 DKOL 3
SANW 32 DKOL 3
SANW 32 DKOL 3.5
SANW 40 DKOL 2
SANW 40 DKOL 3

[t el el el el el el i el

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure d2 = for external pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Weld-on fittings

Working pressure bar

PN 315
PN 315
PN 249
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 129
PN 160

@d2
mm
16
20
25
30
38

44

L1
mm
35
40
44
49
54

Sealing form 2: 24° outer cone with O-ring
Construction: straight

Material: Steel

2d1

@d2

42

L1
mm
320
320
335
35
350
37,0
39,5
53,0
42,5
61,0
49,5
50,0
50,0

52,0
47,0
47,0
47,0

L2
mm
26,6
29,5
320
355
38,0

sw

mm
27
32
a1
46
55

OR

40x15
6.0x1.5
75x1.5
9.0x1.5
12.0x2.0
15.0x2.0
20.0x 2.0
26.0x2.0
26.0x2.0
320x2.5
320x2.5
38.0x2.5
38.0x25




SA DKO

i
: I

L2

L1
HANSAFFLEX

Welded on sealing cone

Connection 1: Welded on socket for metric pipe Sealing form 2: 24° outer cone with O-ring
Design: Welded on sealing cone Construction: straight

Standard: DIN 3865 Material: Steel

Surface protection: phosphate treated and oiled (Znphr5f)

Product versions: SA DKO VA, Welded on sealing cone, Stainless steel

Identification Series Working pressure bar @d1 @d2 L1
mm mm mm
SANW 03 DKO 1.5 S PN 528 3 6 32,5
SANW 04 DKO 1.5 S PN 414 5 8 32,0
SA NW 04 DKO 2 S PN 528 4 8 31,5
SANW 06 DKO 1 S PN 249 8 10 335
SA NW 06 DKO 1.5 S PN 358 7 10 335
SA NW 06 DKO 2 S PN 460 6 10 33,5
SANW 08 DKO 1.5 S PN 305 9 12 335
SA NW 08 DKO 2 S PN 393 8 12 335
SANW 08 DKO 2.5 S PN 476 7 12 335
SA NW 08 DKO 3 S PN 551 6 12 335
SANW 10 DKO 2 S PN 343 10 14 40,0
SANW 10 DKO 3 S PN 487 8 14 39,5
SANW 13 DKO 1.5 S PN 234 13 16 40,5
SANW 13 DKO 2 S PN 305 12 16 40,5
SANW 13 DKO 2.5 S PN 372 1 16 40,5
SANW 13 DKO 3 S PN 400 10 16 40,5
SANW 16 DKO 2 S PN 249 16 20 47,0
SANW 16 DKO 2.5 S PN 305 15 20 46,5
SANW 16 DKO 3 S PN 358 14 20 46,5
SANW 16 DKO 3.5 S PN 400 13 20 47,5
SANW 16 DKO 4 S PN 400 12 20 46,5
SANW 20 DKO 2 S PN 201 21 25 53,0
SANW 20 DKO 3 S PN 294 19 25 53,0
SA NW 20 DKO 4 S PN 379 17 25 53,0
SANW 20 DKO 5 S PN 400 15 25 53,0
SANW 25 DKO 3 S PN 249 24 30 57,5
SANW 25 DKO 4 S PN 323 22 30 57,5
SANW 25 DKO 5 S PN 393 20 30 57,5
SA NW 25 DKO 6 S PN 400 18 30 57,0
SANW 32 DKO 4 S PN 261 30 38 64,0
SANW 32 DKO 5 S PN 315 28 38 64,0
SANW 32 DKO 6 S PN 315 26 38 64,0
SANW 32 DKO 7 S PN 315 24 38 64,0

Series: LL = Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Weld-on fittings

L2
mm
31,0
30,0
31,0
32,5
31,5
31,5
31,5
31,5
31,5
325
37,5
38,5
37,5
37,5
37,5
BY5)
43,5
43,0
43,0
43,5
43,0
48,0
48,0
48,0
48,0
51,5
51,5
51,5
52,0
55,0
55,0
55,0
56,5

OR

40x1.5
6.0x1.5
6.0x1.5
75%x1.5
7.5x1.5
75%x1.5
9.0x1.5
9.0x1.5
9.0x1.5
9.0x1.5
10.0x2.0
10.0x 2.0
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
16.3x24
16.3x24
16.3x24
16.3x24
163x24
203x24
203x24
20.3x24
203x24
253x24
253x24
253x24
253x24
333x24
333x24
333x24
333x24

24



XGAR
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HANSAFFLEX

Standard: DIN 2353
Material: Steel

Screw-on fitting
Connection 1: BSP cylindrical internal threads
Connection 2: metric cylindrical outer thread
Design: Screw-on fitting

Product versions: XGAR VA, Screw-on fitting, Stainless steel

GAR, Screw-on fitting, Steel

Identification

XGARNW 04 HL
XGARNW 04 HL 1/4
XGARNW 04 HL 3/8
XGARNW 06 HL
XGARNW 06 HL 3/8
XGARNW 06 HL 1/2
XGARNW 08 HL
XGARNW 08 HL 3/8
XGARNW 08 HL 1/2
XGARNW 10 HL 1/4
XGARNW 10 HL
XGARNW 10 HL 1/2
XGARNW 13 HL 3/8
XGARNW 13 HL
XGARNW 16 HL
XGARNW 20 HL
XGARNW 25 HL
XGARNW 32 HL
XGARNW 40 HL
XGARNW 03 HS
XGARNW 04 HS
XGARNW 06 HS
XGARNW 08 HS
XGARNW 10 HS
XGARNW 13 HS
XGARNW 16 HS
XGARNW 20 HS
XGARNW 25 HS
XGARNW 32 HS

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.

Series

nuuLLuLLLLULCFCCFCFCFCCCCCCCCCECE

w

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 315
PN 315
PN 250

38

Sealing form 1: Shape A
Sealing form 2: 24° inner cone
Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G1

G1/8"-28
G1/4"-19
G3/8"-19
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G3/8"-19
G1/2"-14
G1/2"-14
G3/4"-14
G1"-1
G1.1/4"-11
G1.1/2"-1
G1/4"-19
G1/4"-19
G3/8"-19
G3/8"-19
G1/2"-14
G1/2"-14
G3/4"-14
G1"-11
G1.1/4"-1
G1.1/2"-1

G2

M12x1.5
M12x1.5
M12x1.5
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M30x2
M 36 x2
M45x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-on fittings

12,0

28,5
17,0
17,0
17,0
17,0
20,0
20,0
22,0
24,5
26,5
28,5

26,0

53,5
33,0
33,0
34,0
34,0
40,0
40,0
45,0
49,5
53,5
59,5

19,0

42,5
26,0
26,0
26,5
26,5
320
31,5
345
37,5
42,0
43,5




XGAM

]
=

HANSAFFLEX

Design: Screw-on fitting
Standard: DIN 2353
Material: Steel

Screw-on fitting

Connection 1: metric cylindrical inner thread
Connection 2: metric cylindrical outer thread

Product versions: XGAM VA, Screw-on fitting, Stainless steel

GAM, Screw-on fitting, Steel

Identification

XGAM NW 04 HL
XGAM NW 04 HL 22
XGAM NW 06 HL
XGAM NW 06 HL 22
XGAM NW 08 HL
XGAM NW 08 HL 22
XGAM NW 10 HL
XGAMNW 10 HL 18
XGAM NW 10 HL 22
XGAM NW 13 HL
XGAM NW 13 HL 22
XGAM NW 16 HL
XGAM NW 20 HL
XGAM NW 25 HL
XGAM NW 32 HL
XGAM NW 40 HL
XGAM NW 03 HS
XGAM NW 04 HS
XGAM NW 06 HS
XGAM NW 08 HS
XGAM NW 10 HS
XGAM NW 13 HS
XGAM NW 16 HS
XGAM NW 20 HS
XGAM NW 25 HS
XGAM NW 32 HS

Series: LL=Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Series

nLuLLLLLLLWLEFCFCFCFCCFCCCCCC -

(%)

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 315
PN 315
PN 250

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-on fittings

38

Sealing form 1: Shape A

Sealing form 2: 24° inner cone

Construction: straight
Included in scope of supply: Socket (without union nut and cutting ring)

Surface protection: electro galvanised

G1

M10x1
M22x1.5
M12x15
M22x1.5
M14x15
M22x1.5
M16x1.5
M18x1.5
M22x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M33x2
M42x2
M48x2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M27x2
M33x2
M42x2
M48x2

G2

M12x1.5
M12x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x 2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

12,5

17,0
17,0
19,0
19,0
22,0
24,0
26,0
28,0

26,5

19,5

26,5
27,5
31,0
30,5
34,5
37,0
41,5
43,0

26



XVR

HANSAFFLEX

Standard: DIN 2353
Material: Steel

Screw-in fitting
Connection 1: BSP external thread, cylindrical
Connection 2: metric cylindrical outer thread
Design: Screw-in fitting

Product versions: XVR VA, Screw-in fitting, Stainless steel

VR, Screw-in fitting, Steel

Identification

XVRNW 04 HL
XVRNW 04 HL 1/4
XVRNW 04 HL 3/8
XVRNW 04 HL 1/2
XVRNW 06 HL 1/8
XVRNW 06 HL
XVRNW 06 HL 3/8
XVRNW 06 HL 1/2
XVRNW 08 HL 1/8
XVR NW 08 HL
XVR NW 08 HL 3/8
XVRNW 08 HL 1/2
XVRNW 10 HL 1/8
XVRNW 10 HL 1/4
XVRNW 10 HL
XVRNW 10 HL 1/2
XVRNW 10 HL 3/4
XVRNW 13 HL 1/4
XVRNW 13 HL 3/8
XVRNW 13 HL
XVRNW 13 HL 3/4
XVRNW 13 HL 1
XVRNW 16 HL 3/8
XVRNW 16 HL
XVRNW 16 HL 3/4
XVRNW 16 HL 1
XVRNW 20 HL 1/2
XVRNW 20 HL
XVRNW 20 HL 1
XVRNW 25 HL 1/2
XVRNW 25 HL 3/4
XVRNW 25 HL
XVRNW 25HL 1 1/4
XVRNW 32 HL 3/4
XVRNW 32 HL1
XVRNW 32 HL
XVRNW 32HL11/2
XVRNW 40 HL 1 1/4

Series

rm-rrrrrrCCCCCCC~CC~CCFCCCCCCChCCC—

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 250
PN 250
PN 250
PN 250
PN 250
PN 250
PN 250
PN 250
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160

Sealing form 1: Shape B
Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G1

G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G1"-11
G3/8"-19
G1/2"-14
G3/4"-14
G1"-11
G1/2"-14
G3/4"-14
G1"-1
G1/2"-14
G3/4"-14
G1"-11
G1.1/4"-1
G3/4"-14
G1"-11
G1.1/4"-11
G1.1/2"-1
G1.1/4"-1

G2

M12x1.5
M12x1.5
M12x1.5
M12x1.5
M14x1.5
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M26x1.5
M26x 1.5
M26x1.5
M26x1.5
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M36x2
M45x2
M45x 2
M45x2
M45x2
M52x2

32
39
49
32
39
49
55
49

Series: LL=Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

33,0
35,0
38,0
42,5

46,0
45,0
47,0
48,0
51,0
50,0

10,0

14,0
14,0
15,0
17,5
14,0
14,5
14,5
15,0
16,5
16,5
17,5
18,5
17,5
17,5
18,3
18,5
18,5
17,5
18,5
19,0




XVR (Continuation)

HANSAFFLEX

Identification

XVR NW 40 HL
XVRNW 03 HS 1/8
XVRNW 03 HS
XVRNW 03 HS 3/8
XVRNW 03 HS 1/2
XVR NW 04 HS
XVR NW 04 HS 3/8
XVRNW 04 HS 1/2
XVRNW 06 HS 1/4
XVR NW 06 HS
XVRNW 06 HS 1/2
XVRNW 08 HS 1/4
XVR NW 08 HS
XVRNW 08 HS 1/2
XVR NW 08 HS 3/4
XVRNW 10 HS 3/8
XVRNW 10 HS
XVRNW 10 HS 3/4
XVRNW 13 HS 1/4
XVRNW 13 HS 3/8
XVRNW 13 HS
XVRNW 13 HS 3/4
XVRNW 16 HS 1/2
XVRNW 16 HS
XVRNW 16 HS 1
XVRNW 20 HS 1/2
XVR NW 20 HS 3/4
XVRNW 20 HS
XVRNW 20 HS 1 1/4
XVRNW 25 HS 3/4
XVRNW 25 HS 1
XVR NW 25 HS
XVRNW 25HS 1 1/2
XVRNW 32HS 1
XVRNW 32HS 11/4
XVRNW 32 HS

Screw-in fitting

Series

LV LNLNLNLLNLOLLHNLLLLNLLLLLLLLLLLLLLNLLKnLKnOnOnC

Working pressure bar

PN 160
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 250
PN 250
PN 250
PN 250
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160

G1

G1.1/2"-1
G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G3/8"-19
G1/2"-14
G3/4"-14
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G1/2"-14
G3/4"-14

G1"-11
G1/2"-14
G3/4"-14

G1"-11

G1.1/4"-1

G3/4"-14
G1"-11
G1.1/4"-1
G1.1/2"-1
G1"-11
G1.1/4"-1
G1.1/2"-1

G2

M52x2
M14x1.5
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M18x 1.5
M18x1.5
M18x1.5
M20x1.5
M20x 1.5
M20x1.5
M20x1.5
M22x1.5
M22x1.5
M22x1.5
M24x15
M24x1.5
M24x1.5
M24x1.5
M30x2
M30x2
M30x2
M36x2
M36x2
M36x 2
M36x2
M42x2
M42x2
M42x2
M42x2
M52x2
M52x2
M52x2

@d3

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

L1
mm
520
27,5
320
325
350
34,0
34,5
37,0
34,0
345
39,0

L2
mm
19,0
12,5
13,0
13,5
14,0
15,0
15,5
16,0
14,5
15,0
17,5
16,5
17,0
17,5
17,5
18,5
19,0
19,0
18,5
18,5
18,5
20,5
20,5
20,5
21,5
23,0
23,5
23,0
24,0
235
23,5
235
23,5
26,0
26,0
26,0

28



3| ﬂ—ﬂgq
o

d3
G1
G2

e
E

HANSAFFLEX

Design: Screw-in fitting
Standard: DIN 2353
Material: Steel

Product versions: XVR ED VA, Screw-in fitting, Stainless steel
VR ED, Screw-in fitting, Steel
Spare parts: WD, Soft seal for ED fittings

Identification

XVR 04 LLED

XVR 06 LL ED
XVRNW 04 HL ED
XVRNW 04 HL 1/4 ED
XVRNW 04 HL 1/2 ED
XVRNW 04 HL 3/8 ED
XVRNW 06 HL 1/8 ED
XVRNW 06 HL ED
XVRNW 06 HL 3/8 ED
XVRNW 06 HL 1/2 ED
XVRNW 08 HL 1/8 ED
XVRNW 08 HL ED
XVRNW 08 HL 3/8 ED
XVRNW 08 HL 1/2 ED
XVRNW 10 HL 1/4 ED
XVRNW 10 HL ED
XVRNW 10 HL 1/2 ED
XVRNW 10 HL 3/4 ED
XVRNW 13 HL 3/8 ED
XVRNW 13 HLED
XVRNW 13 HL 3/4ED
XVRNW 16 HL 3/8 ED
XVRNW 16 HLED
XVRNW 16 HL 3/4 ED
XVRNW 20 HL 1/2 ED
XVRNW 20 HL ED
XVRNW 20 HL 1 ED
XVRNW 25 HL 3/4 ED
XVRNW 25 HL ED
XVRNW 25 HL 1 1/4ED
XVRNW 32 HL1ED
XVRNW 32 HL ED
XVRNW 40 HL 1 1/4 ED
XVRNW 40 HL ED
XVRNW 03 HS ED
XVRNW 03 HS 1/2 ED
XVRNW 04 HS ED

Series

LL

—
=

nuvuununr-rrrCcCCFCCCCCCCCCCCCCCCCCCCCCC oo

Screw-in fitting
Connection 1: BSP external thread, cylindrical
Connection 2: metric cylindrical outer thread

Working pressure bar

PN 100
PN 100
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 315
PN 315
PN 160
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630

@d2

3
3

[e=e-REec e We e o) Ile

Sealing form 1: Shape E

Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G1

G1/8"-28
G1/8"-28
G1/8"-28
G1/4"-19
G1/2"-14
G3/8"-19
G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G1/8"-28
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G3/8"-19
G1/2"-14
G3/4"-14
G3/8"-19
G1/2"-14
G3/4"-14
G1/2"-14
G3/4"-14
G1"-1
G3/4"-14
G1"-11
G1.1/4"-11
G1"-11
G1.1/4"-11
G1.1/4"-1
G1.1/2"-1
G1/4"-19
G1/2"-14
G1/4"-19

G2

M8x1
M10x1
M12x1.5
M12x1.5
M12x15
M12x1.5
M14x1.5
M14x1.5
M14x15
M14x15
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M22x15
M22x1.5
M22x1.5
M26x1.5
M26x1.5
M26x1.5
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M45x2
M45x2
M52x2
M52x2
M14x1.5
M14x1.5
M16x1.5

Series: LL=Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

L1
mm
20,0
20,0

320
39,0
34,0

14,0
15,0
14,0
14,5
14,5
16,5
16,5
17,5
17,5
17,5
18,5
17,5
17,5
19,0
19,0
13,0
18,0
15,0




XVR ED (Continuation)

HANSAFFLEX

Identification

XVR NW 04 HS 3/8 ED
XVRNW 06 HS 1/4 ED
XVRNW 06 HS ED
XVRNW 06 HS 1/2 ED
XVR NW 08 HS 1/4 ED
XVRNW 08 HS ED
XVRNW 08 HS 1/2 ED
XVRNW 10 HS 3/8 ED
XVRNW 10 HS ED
XVRNW 10 HS 3/4 ED
XVRNW 13 HS 3/8 ED
XVRNW 13 HS ED
XVRNW 13 HS 3/4 ED
XVRNW 16 HS 1/2 ED
XVRNW 16 HS ED
XVRNW 16 HS 1 ED
XVRNW 20 HS 1/2 ED
XVR NW 20 HS 3/4 ED
XVR NW 20 HS ED
XVRNW 25 HS 1 ED
XVRNW 25 HS ED
XVRNW 32 HS 1 1/4ED
XVRNW 32 HS ED

Screw-in fitting

Series

LMLV LLLLLLLLLLLLLLOLOLOLOKOn

Working pressure bar

PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 315

?d2

30
38
38

G1

G3/8"-19
G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G3/8"-19
G1/2"-14
G3/8"-19
G1/2"-14
G3/4"-14
G3/8"-19
G1/2"-14
G3/4"-14
G1/2"-14
G3/4"-14
G1"-1
G1/2"-14
G3/4"-14
G1"-1
G1"-1
G1.1/4"-1
G1.1/4"-1
G1.1/2"-1

G2

M16x1.5
M18x1.5
M18x1.5
M18x1.5
M20x1.5
M20x1.5
M20x1.5
M22x1.5
M22x1.5
M22x1.5
M24x1.5
M24x1.5
M24x1.5
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M42x2
M42x2
M52x2
M52x2

Series: LL = Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

L1
mm
34,5
34,0
34,5
39,0

47,0
51,0
49,0
51,0
53,0
55,0
57,0
62,0
64,0

L2
mm
15,5
14,5
15,0
17,5
16,5
17,0
17,5
18,5
19,0
21,0
18,0
18,5
20,5
20,5
20,5
225
23,0
23,0
23,0
23,5
23,5
26,0
26,0

30



XVRK Screw-in fitting

Connection 1: BSPT conical external threads

Connection 2: metric cylindrical outer thread

Design: Screw-in fitting

Standard: DIN 2353

Material: Steel

Product versions: XVRK VA, Screw-in fitting, Stainless steel
VRK, Screw-in fitting, Steel

Sealing form 1: thread seal

Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

Identification Series Working pressure bar @d2 G i L2 L7 sw
mm mm mm mm mm

XVR 04 LL LL PN 100 4 R1/8"K 8,0 16,0 20,0 1

sw XVRO5 LL LL PN 100 5 R1/8"K 8,0 14,5 20,0 11

XVR 06 LL LL PN 100 6 R1/8"K 8,0 14,5 20,0 11

XVRO6 LL 1/4 LL PN 100 6 R1/4"K 12,0 14,5 20,0 12

‘ XVR 08 LL LL PN 100 8 R1/8"K 8,0 16,5 22,0 12
© ‘ %l XVRO8LL 1/4 LL PN 100 8 R1/4"K 12,0 20,5 26,0 14
XVR 10 LL LL PN 100 10 R1/4"K 12,0 20,5 26,0 14

XVR12LL LL PN 100 12 R1/4"K 12,0 20,0 26,0 17

i XVR12LL3/8 LL PN 100 12 R3/8"K 12,0 20,0 26,0 17
12 XVRK NW 04 HL L PN 315 6 R1/8"K 10,5 17,5 24,5 12
B XVRK NW 04 HL 1/4 L PN 315 6 R1/4"K 14,0 22,0 29,0 17
XVRKNW 06 HL 1/8 L PN 315 8 R1/8"K 10,5 18,5 25,5 14

XVRK NW 06 HL L PN 315 8 R1/4"K 14,0 22,0 29,0 17

XVRKNW 06 HL 3/8 L PN 315 8 R3/8"K 14,5 22,5 30,5 19

XVRKNW 06 HL 1/2 L PN 315 8 R1/2"K 18,5 27,5 34,5 22

XVRKNW 08 HL 1/8 L PN 315 10 R1/8"K 10,5 19,5 26,5 17

XVRK NW 08 HL L PN 315 10 R1/4"K 14,0 23,0 30,0 17

XVRK NW 08 HL 3/8 L PN 315 10 R3/8"K 14,5 24,5 31,5 19

XVRKNW 08 HL 1/2 L PN 315 10 R1/2"K 18,5 28,5 35,5 22

XVRKNW 10 HL 1/4 L PN 315 12 R1/4"K 14,0 24,0 31,0 19

XVRKNW 10 HL L PN 315 12 R3/8"K 14,5 24,5 31,5 19

XVRKNW 10 HL 1/2 L PN 315 12 R1/2"K 18,5 28,5 355 24

XVRKNW 13 HL 3/8 L PN 315 15 R3/8"K 14,5 25,5 24,0 33

XVRKNW 13 HL L PN 315 15 R1/2"K 18,5 29,5 36,5 24

XVRKNW 16 HL 3/8 L PN 315 18 R3/8"K 14,5 26,0 335 27

XVRKNW 16 HL L PN 315 18 R1/2"K 18,5 30,0 37,5 27

XVRKNW 16 HL 3/4 L PN 160 18 R3/4"K 20,0 31,5 39,0 32

XVRKNW 20 HL 1/2 L PN 160 22 R1/2"K 18,5 32,0 395 32

XVRKNW 20 HL L PN 160 22 R3/4"K 20,0 33,5 41,0 32

XVRK NW 25 HL L PN 160 28 R1"K 24,0 38,5 46,0 41

XVRKNW 32 HL 1 L PN 160 35 R1"K 24,0 40,5 51,0 46

XVRK NW 32 HL L PN 160 35 R1.1/4"K 26,0 42,5 53,0 46

XVRK NW 40 HL L PN 160 42 R1.1/2"K 27,0 43,0 54,0 55

XVRK NW 03 HS S PN 400 6 R1/4"K 14,0 27,0 34,0 17

XVRK NW 04 HS S PN 400 8 R1/4"K 14,0 27,0 34,0 17

XVRK NW 06 HS 1/4 S PN 400 10 R1/4"K 14,0 26,5 34,0 19

XVRK NW 06 HS S PN 400 10 R3/8"K 14,5 27,0 34,5 19

XVRK NW 08 HS 1/4 S PN 400 12 R1/4"K 14,0 28,5 36,0 22

HANSAFFLEX

Series: LL=Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings




XVRK (Continuation)

Screw-in fitting

Identification Series Working pressure bar ?d2 G i L2 L7
mm mm mm mm
XVRKNW 08 HS S PN 400 12 R3/8"K 14,5 29,0 36,5
XVRKNW 08 HS 1/2 S PN 400 12 R1/2"K 18,5 33,0 40,5
XVRKNW 10 HS 3/8 S PN 400 14 R3/8"K 14,5 30,5 38,5
XVRKNW 10 HS S PN 400 14 R1/2"K 18,5 345 42,5
XVRKNW 13 HS 3/8 S PN 400 16 R3/8"K 14,5 30,0 38,5
XVRKNW 13 HS S PN 400 16 R1/2"K 18,5 34,0 42,5
XVRKNW 16 HS S PN 400 20 R3/4"K 20,0 37,5 48,0
XVRKNW 20 HS S PN 400 25 R1"K 24,0 43,0 55,0
XVRKNW 25 HS 1 S PN 400 30 R1"K 24,0 43,5 57,0
XVRKNW 25 HS S PN 400 30 R1.1/4"K 26,0 45,5 59,0
XVRKNW 32 HS S PN 315 38 R1.1/2"K 27,0 49,0 65,0

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

XVM

Screw-in fitting
Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread
Design: Screw-in fitting
Standard: DIN 2353
Material: Steel
Product versions: XVM VA, Screw-in fitting, Stainless steel
VM, Screw-in fitting, Steel

Sealing form 1: Shape B

Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

HANSAFFLEX

Series: LL =Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

Identification Series Working pressure bar ?d2 G1 G2 @d3 i L1

mm mm mm mm

XVM 16 LL LL PN 100 16 M22x1.5 M22x1.5 27 14 36,5
XVM 16 LL 18-1.5 LL PN 100 16 M18x 1.5 M22x1.5 23 12 335
XVM NW 04 HL L PN 315 6 M10x1 M12x1.5 14 8 23,5
XVM NW 04 HL 12 L PN 315 6 M12x1.5 M12x1.5 17 12 28,0
XVM NW 04 HL 14 L PN 315 6 M14x1.5 M12x1.5 19 12 28,0
T XVM NW 04 HL 16 L PN 315 6 M16x1.5 M12x1.5 21 12 28,0
G2 XVMNW 04 HL 18 L PN 315 6 M18x1.5 M12x1.5 23 12 28,5
i XVM NW 04 HL 22 L PN 315 6 M22x1.5 M12x1.5 27 14 31,0
XVM NW 06 HL L PN 315 8 M12x1.5 M14x1.5 17 12 29,0
XVM NW 06 HL 10 L PN 315 8 M10x1 M14x1.5 14 8 24,5
XVM NW 06 HL 14 L PN 315 8 M14x1.5 M14x1.5 19 12 29,0
XVM NW 06 HL 16 L PN 315 8 M16x1.5 M14x1.5 21 12 29,0
XVM NW 06 HL 18 L PN 315 8 M18x1.5 M14x1.5 23 12 29,5
XVM NW 06 HL 22 L PN 315 8 M22x1.5 M14x1.5 27 14 32,0
XVM NW 08 HL L PN 315 10 M14x1.5 M16x1.5 19 12 30,0
XVM NW 08 HL 12 L PN 315 10 M12x1.5 M16x1.5 17 12 30,0
XVM NW 08 HL 16 L PN 315 10 M16x 1.5 M16x1.5 21 12 30,0
XVM NW 08 HL 18 L PN 315 10 M18x 1.5 M16x1.5 23 12 30,5
XVM NW 08 HL 22 L PN 315 10 M22x1.5 M16x1.5 27 14 33,0
XVM NW 10 HL L PN 315 12 M16x1.5 M18x1.5 21 12 31,5



XVM (Continuation)

HANSAFFLEX

Identification

XVMNW 10 HL 12
XVMNW 10 HL 14
XVMNW 10 HL 18
XVM NW 10 HL 22
XVM NW 10 HL 24
XVM NW 10 HL 26
XVM NW 13 HL

XVMNW 13 HL 14
XVMNW 13 HL 16
XVM NW 13 HL 20
XVMNW 13 HL 22
XVMNW 13 HL 26
XVMNW 13 HL 30
XVM NW 16 HL

XVMNW 16 HL 18
XVM NW 16 HL 26
XVM NW 16 HL 27

XVM NW 16 HL 30-1.5

XVM NW 20 HL
XVM NW 20 HL 18
XVM NW 20 HL 22

XVM NW 20 HL 22-LS 20
XVM NW 20 HL 30-1.5
XVM NW 20 HL 33-LS 20

XVM NW 25 HL
XVM NW 25 HL-LS 20
XVM NW 25 HL 22
XVM NW 25 HL 26
XVM NW 25 HL 27
XVM NW 25 HL 42
XVM NW 32 HL
XVM NW 40 HL
XVM NW 03 HS
XVM NW 03 HS 16
XVMNW 03 HS 18
XVM NW 03 HS 22
XVM NW 04 HS
XVM NW 06 HS
XVM NW 06 HS 18
XVM NW 06 HS 22
XVM NW 08 HS
XVM NW 08 HS 14
XVM NW 08 HS 16
XVM NW 08 HS 22
XVM NW 10 HS

Screw-in fitting

Series

LLLLLLLLLLLLULWLECFCFCFCFCCFCCCCCCFCCCFCCFCCCCFCCCCCCCCCCCCCCCCCCC

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 250
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400

14

G1

M12x1.5
M14x1.5
M18x1.5
M22x1.5
M24x1.5
M26x1.5
M18x1.5
M14x1.5
M16x1.5
M20x1.5
M22x1.5
M26x1.5
M30x2
M22x1.5
M18x1.5
M26x1.5
M27x2
M30x1.5
M26x1.5
M18x1.5
M22x1.5
M22x1.5
M30x1.5
M33x2
M33x2
M33x2
M22x1.5
M26x1.5
M27x2
M42x2
M42x2
M48x2
M12x1.5
M16x1.5
M18x1.5
M22x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M18x1.5
M14x1.5
M16x1.5
M22x1.5
M20x1.5

G2

M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M26x1.5
M26x1.5
M26x1.5
M26x1.5
M26x1.5
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M36x2
M36x2
M36x2
M45x 2
M52x2
M14x15
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M20x1.5
M20x1.5
M20x1.5
M20x 1.5
M22x1.5

@d3

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

L1
mm
31,5
31,5
320
34,5
34,5
36,5
325
320
320
34,5
35,0

40,0
55,0
43,0
49,0
39,0
41,0
41,0
45,0
48,0
52,0
32,0

39,0
41,0

L2
mm
12,5
12,5
13,0
135
13,5
13,5
13,5
13,0
13,0
13,5
14,0
14,0
14,0
14,5
14,0
14,5
14,5
14,5
16,5
16,0
16,5
225
16,5
23,5
17,5
23,5
17,5
17,5
17,5
17,5
17,5
19,0
13,0

17,5
19,0




XVM (Continuation)

HANSAFFLEX

Identification

XVMNW 10 HS 16
XVM NW 10 HS 18
XVM NW 10 HS 22
XVM NW 13 HS
XVMNW 13 HS 16
XVMNW 13 HS 18
XVM NW 13 HS 26
XVM NW 16 HS

XVM NW 16 HS 22
XVM NW 16 HS 26
XVM NW 16 HS 30-1.5
XVM NW 20 HS

XVM NW 20 HS 26
XVM NW 20 HS 27
XVM NW 20 HS 30-1.5
XVM NW 25 HS

XVM NW 25 HS 30-1.5
XVM NW 25 HS 38-1.5
XVM NW 32 HS

XVM NW 32 HS 38-1.5
XVM NW 32 HS 45-1.5

Screw-in fitting

Series

LMLLLLLLLNLLOLLLLOLLLOLLLLLOLOKLOK®n

Working pressure bar

PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 250
PN 250
PN 250
PN 250
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160

G1

M16x1.5
M18x1.5
M22x1.5
M22x1.5
M16x1.5
M18x1.5
M26x1.5
M27x2
M22x1.5
M26x1.5
M30x1.5
M33x2
M26x1.5
M27x2
M30x1.5
M42x2
M30x1.5
M38x1.5
M48 x 2
M38x1.5
M45x1.5

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB = Max.operating pressure
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

G2 @d3
mm

M22x1.5 21
M22x1.5 23
M22x1.5 27
M24x1.5 27
M24x15 21
M24x1.5 23
M24x1.5 31
M30x2 32
M30x2 27
M30x1.5 32
M30x2 36
M36x2 39
M36x2 32
M36x2 32
M36x2 36
M42x2 49
M42x2 36
M42x2 49
M52x2 53
M52x2 49
M52x2 55

@ d2 = External pipe diameter

L1
mm
38,5
39,0
41,5
41,0
38,0
38,5
43,0
47,0
45,0
47,0
47,0
53,0
44,0
51,0
51,0
57,0
53,0
43,5
64,0
62,0
64,0

L2
mm
18,5
19,0
19,5
18,5
17,5
18,0
18,5
20,5
20,5
20,5
20,5
23,0
16,0
23,0
23,0
23,5
23,5
23,5
26,0
26,0
26,0

34



d3

|
d1
2 d2
24°
G2

G1

e
E

HANSAFFLEX

Standard: DIN 2353
Material: Steel

Product versions: XVM ED VA, Screw-in fitting, Stainless steel
VM ED, Screw-in fitting, Steel
Spare parts: WD, Soft seal for ED fittings

Identification

XVM NW 04 HL ED
XVM NW 04 HL 12 ED
XVM NW 06 HL ED
XVM NW 06 HL 16 ED
XVM NW 06 HL 18 ED
XVM NW 08 HL ED
XVM NW 08 HL 12 ED
XVM NW 08 HL 16 ED
XVM NW 08 HL 18 ED
XVM NW 08 HL 22 ED
XVM NW 10 HL ED
XVMNW 10 HL 14 ED
XVM NW 10 HL 18 ED
XVM NW 10 HL 22 ED
XVM NW 13 HL ED
XVMNW 13 HL 16 ED
XVM NW 13 HL 22 ED
XVMNW 16 HL ED
XVM NW 16 HL 18 ED
XVM NW 20 HL ED
XVM NW 20 HL 22 ED
XVM NW 25 HL ED
XVM NW 32 HL ED
XVM NW 40 HL ED
XVM NW 03 HS ED
XVM NW 04 HS ED
XVM NW 06 HS ED
XVM NW 08 HS ED
XVM NW 08 HS 22 ED
XVM NW 10 HS ED
XVMNW 13 HS 18 ED
XVMNW 13 HS ED
XVM NW 16 HS ED
XVM NW 20 HS ED
XVM NW 25 HS ED
XVM NW 32 HS ED

Series

nLLLLLLLLLLWLWECFCFCFCFCFCFrCFCFCCEFCCEFCEFCFCEFCEFEFCEFCEFEFCEEE-

Screw-in fitting
Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread
Design: Screw-in fitting

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 400
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315

38

Sealing form 1: Shape E
Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G1

M10x1
M12x1.5
M12x1.5
M16x1.5
M18x1.5
M14x1.5
M12x1.5
M16x1.5
M18x1.5
M22x1.5
M16x1.5
M14x1.5
M18x1.5
M22x1.5
M18x1.5
M16x1.5
M22x1.5
M22x1.5
M18x1.5
M26x1.5
M22x15

M33x2

M42x2

M48 x 2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M20x1.5
M18x1.5
M22x1.5

M27x2

M33x2

M42x2

M 48 x 2

G2

M12x1.5
M12x1.5
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M22x1.5
M26x1.5
M26x1.5
M30x2
M30x2
M36x2
M45x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M20x1.5
M22x1.5
M24x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

@d3
mm
13,9
16,9

26,9
31,9
39,9
49,9
549

Series: LL =Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

L1
mm
23,5
28,0

57,0
64,0

10,0

23,5
26,0




Screw-in fitting
Connection 1: metric conical outer thread
Connection 2: metric cylindrical outer thread

Sealing form 1: thread seal
Sealing form 2: 24° inner cone

Design: Screw-in fitting
Standard: DIN 2353
Material: Steel

Product versions: XVMK VA, Screw-in fitting, Stainless steel
VMK, Screw-in fitting, Steel

Construction: straight
Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

Identification Series Working pressure bar @d2 G i L2 L7

mm mm mm mm

XVM 04 LL 6 LL PN 100 4 M6x1K 8 16,0 20

sw XVM 04 LL LL PN 100 4 M8x1K 8 16,0 20

XVM 04 LL 10 LL PN 100 4 M10x1K 8 16,0 20

XVM 05 LL LL PN 100 5 M8x1K 8 14,5 20

‘ XVM 06 LL 6 LL PN 100 6 M6x1K 8 14,5 20
© ‘ %l XVM 06 LL 8 LL PN 100 6 M8x1K 8 14,5 20
XVM 06 LL LL PN 100 6 M10x1K 8 14,5 20

XVM 08 LL LL PN 100 8 M10x1K 8 16,5 22

i XVM 12 LL LL PN 100 12 M16x1.5K 12 21,0 27
12 XVMK NW 04 HL L PN 315 6 M10x1K 8 15,0 22
7 XVMK NW 06 HL L PN 315 8 M12x 15K 12 20,0 27
XVMK NW 08 HL L PN 315 10 M14x15K 12 21,0 28

XVMKNW 10 HL L PN 315 12 M16x1.5K 12 22,0 29

XVMKNW 13 HL L PN 315 15 M18x 15K 12 23,0 30

XVMKNW 16 HL L PN 315 18 M22x1.5K 14 25,5 33

XVMK NW 20 HL L PN 160 22 M26x 1.5k 18 31,5 39

XVMKNW 25 HL L PN 160 28 M33x2K 20 34,5 42

XVMK NW 32 HL L PN 160 35 M42x2K 21 35,5 46

XVMK NW 40 HL L PN 160 42 M48x2K 22 380 49

XVMKNW 03 HS S PN 630 6 M12x 15K 12 24,0 31

HANSAFFLEX

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings
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XVN Screw-in fitting

Connection 1: NPT external threads

Connection 2: metric cylindrical outer thread

Design: Screw-in fitting

Standard: DIN 2353

Material: Steel

Product versions: XVN VA, Screw-in fitting, Stainless steel
VN, Screw-in fitting, Steel

Sealing form 1: thread seal

Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

Identification Series Working pressure bar @d2 G i L2 L7 swW
mm mm mm mm mm
XVN 04 LL LL PN 100 4 1/8"-27 NPT 10,0 18,0 22,0 11
sw XVN 05 LL LL PN 100 5 1/8"-27 NPT 10,0 16,5 22,0 11
XVN 06 LL LL PN 100 6 1/8"-27 NPT 10,0 16,5 22,0 11
XVN 08 LL LL PN 100 8 1/8"-27 NPT 10,0 18,5 24,0 12
‘ XVN NW 04 HL L PN 315 6 1/8"-27 NPT 10,0 17,0 24,0 12
© ‘ %l XVN NW 04 HL 1/4 L PN 315 6 1/4"-18 NPT 15,0 23,0 30,0 17
XVN NW 04 HL 3/8 L PN 315 6 3/8"-18 NPT 15,3 24,0 31,0 19
XVN NW 04 HL 1/2 L PN 315 6 1/2"-14 NPT 20,0 29,0 36,0 24
i XVN NW 06 HL 1/8 L PN 315 8 1/8"-27 NPT 10,0 18,0 25,0 17
12 XVN NW 06 HL L PN 315 8 1/4"-18 NPT 15,0 23,0 30,0 17
B XVN NW 06 HL 3/8 L PN 315 8 3/8"-18 NPT 15,3 24,0 31,0 19
XVN NW 06 HL 1/2 L PN 315 8 1/2"-14 NPT 20,0 29,0 36,0 24
XVN NW 08 HL 1/8 L PN 315 10 1/8"-27 NPT 10,0 19,0 26,0 17
XVN NW 08 HL L PN 315 10 1/4"-18 NPT 15,0 24,0 31,0 17
XVN NW 08 HL 3/8 L PN 315 10 3/8"-18 NPT 15,3 25,0 320 19
XVN NW 08 HL 1/2 L PN 315 10 1/2"-14 NPT 20,0 30,0 37,0 24
XVNNW 10 HL 1/8 L PN 315 12 1/8"-27 NPT 10,0 19,5 26,5 19
XVN NW 10 HL 1/4 L PN 315 12 1/4"-18 NPT 15,0 25,0 320 19
XVN NW 10 HL L PN 315 12 3/8"-18 NPT 153 25,0 32,0 19
XVNNW 10 HL 1/2 L PN 315 12 1/2"-14 NPT 20,0 30,0 37,0 24
XVN NW 10 HL 3/4 L PN 315 12 3/4"-14 NPT 20,2 31,0 38,0 27
XVNNW 13 HL 1/4 L PN 315 15 1/4"-18 NPT 15,0 26,0 330 24
XVN NW 13 HL 3/8 L PN 315 15 3/8"-18 NPT 153 26,5 33,5 24
XVN NW 13 HL L PN 315 15 1/2"-14 NPT 20,0 31,0 38,0 24
XVN NW 13 HL 3/4 L PN 315 15 3/4"-14 NPT 20,2 32,0 39,0 27
XVNNW 16 HL 1/4 L PN 315 18 1/4"-18 NPT 15,0 26,5 34,0 27
XVN NW 16 HL L PN 315 18 1/2"-14 NPT 20,0 31,5 39,0 27
XVN NW 16 HL 3/4 L PN 315 18 3/4"-14 NPT 20,2 31,5 39,0 27
XVN NW 20 HL 1/2 L PN 160 22 1/2"-14 NPT 20,0 33,5 41,0 32
XVN NW 20 HL L PN 160 22 3/4"-14 NPT 20,2 335 41,0 32
XVN NW 25 HL L PN 160 28 1"-11.5 NPT 25,0 39,5 47,0 41
XVNNW 32 HL 1 L PN 160 35 1"-11.5 NPT 25,0 40,0 50,5 46
XVN NW 32 HL L PN 160 35 1.1/4"-11.5 NPT 25,6 40,5 51,0 46
XVN NW 40 HL L PN 160 42 1.1/2"-11.5 NPT 26,0 42,0 53,0 55
XVN NW 03 HS S PN 630 6 1/4"-18 NPT 15,0 28,0 35,0 17
XVN NW 03 HS 1/2 S PN 630 6 1/2"-14 NPT 20,0 35,0 42,0 24
XVN NW 04 HS S PN 630 8 1/4"-18 NPT 15,0 28,0 350 17
XVN NW 04 HS 3/8 S PN 630 8 3/8"-18 NPT 15,3 28,0 35,0 19

HANSAFFLEX

Series: LL =Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings




XVN (Continuation) Screw-in fitting

Identification Series Working pressure bar @d2 G i L2 L7 sw
mm mm mm mm mm
XVN NW 06 HS 1/4 S PN 630 10 1/4"-18 NPT 15,0 27,5 35,0 19
XVN NW 06 HS S PN 630 10 3/8"-18 NPT 15,3 27,5 350 19
XVN NW 06 HS 1/2 S PN 400 10 1/2"-14 NPT 20,0 34,5 42,0 24
XVN NW 08 HS 1/4 S PN 630 12 1/4"-18 NPT 15,0 29,0 36,5 22
XVN NW 08 HS S PN 630 12 3/8"-18 NPT 15,3 29,5 37,0 22
XVN NW 08 HS 1/2 S PN 630 12 1/2"-14 NPT 20,0 34,5 42,0 24
XVN NW 10 HS 3/8 S PN 630 14 3/8"-18 NPT 15,3 31,5 39,5 24
XVN NW 10 HS S PN 630 14 1/2"-14 NPT 20,0 36,0 44,0 24
XVN NW 13 HS S PN 400 16 1/2"-14 NPT 20,0 355 44,0 27
XVN NW 13 HS 3/4 S PN 400 16 3/4"-14 NPT 20,2 37,5 46,0 32
XVNNW 16 HS 1/2 S PN 400 20 1/2"-14 NPT 20,0 37,5 48,0 32
XVN NW 16 HS S PN 400 20 3/4"-14 NPT 20,2 37,5 48,0 32
XVNNW 16 HS 1 S PN 400 20 1"-11.5 NPT 25,0 44,5 55,0 41
XVN NW 20 HS 3/4 S PN 400 25 3/4"-14 NPT 20,2 40,0 52,0 41
XVN NW 20 HS S PN 400 25 1"-11.5 NPT 25,0 45,0 57,0 41
XVNNW 20 HS 1 1/4 S PN 400 25 1.1/4"-11.5 NPT 25,6 46,0 58,0 46
XVNNW 25 HS 1 S PN 400 30 1"-11.5 NPT 25,0 46,0 59,5 46
XVN NW 25 HS S PN 400 30 1.1/4"-11.5 NPT 25,6 46,5 60,0 46
XVN NW 32 HS S PN 315 38 1.1/2"-11.5 NPT 26,0 49,0 65,0 55

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

XVU Screw-in fitting

Connection 1: UN/UNF external threads Sealing form 1: Shape F
Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone
Design: Screw-in fitting Construction: straight
Standard: DIN 2353 Included in scope of supply: Socket (without union nut and cutting ring)
Material: Steel Surface protection: electro galvanised
Product versions: XVU VA, Screw-in fitting, Stainless steel
VU, Screw-in fitting, Steel

Identification Series Working pressure bar @d2 G 2D i L2 L7 sw OR
mm mm mm mm mm mm

XVUNW 04 HL 7/16 L PN 315 6 7/16"-20 UNF 14,4 9,1 99 26,0 17 9.17x1.83

swW XVU NW 04 HL 1/2 L PN 315 6 1/2"-20 UNF 16,8 91 9,9 26,0 17 10.52x1.83

XVU NW 04 HL 9/16 L PN 315 6 9/16"-18 UNF 17,6 10,0 11,0 28,0 19 11.89x1.98

’W XVUNW 06 HL 7/16 L PN 315 8 7/16"-20 UNF 14,4 9,1 12,9 29,0 17 9.17 x1.83

a o XVUNWO6HL 1/2 L PN 315 8 1/2"-20 UNF 16,8 91 12,9 29,0 17 10.52x1.83
s © ‘ El XVU NW 06 HL 9/16 L PN 315 8 9/16"-18 UNF 17,6 10,0 13,0 30,0 19 11.89x1.98
XVUNW 08 HL 7/16 L PN 315 10 7/16"-20 UNF 14,4 91 13,9 30,0 17 9.17x1.83

/4 422} XVU NW 08 HL 9/16 L PN 315 10 9/16"-18 UNF 17,6 10,0 14,0 31,0 19 11.89x1.98

OR XVU NW 08 HL 3/4 L PN 315 10 3/4"-16 UNF 223 1,1 14,9 330 24 16.36x2.20
XVUNW 10 HL 9/16 L PN 315 12 9/16"-18 UNF 17,6 10,0 12,0 29,0 19 11.89x1.98

: L;Z XVUNW 10 HL 3/4 L PN 315 12 3/4"-16 UNF 223 1,1 12,9 31,0 24 16.36 x 2.20

XVUNW 10 HL 7/8 L PN 315 12 7/8"-14 UNF 2353 12,7 14,3 34,0 27 19.18 x 2.46

Series: LL=Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter

HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings



XVU (Continuation)

HANSAFFLEX

Identification

XVUNW 13 HL 9/16
XVUNW 13 HL 3/4
XVUNW 13 HL7/8
XVUNW 16 HL 3/4
XVUNW 16 HL 7/8
XVUNW 16 HL 1 1/16
XVUNW 20 HL 7/8
XVUNW 20 HL 1 1/16
XVUNW 20 HL 15/16
XVUNW 25 HL 7/8
XVUNW25HL11/16
XVUNW 25 HL 15/16
XVUNW 32HL15/16
XVUNW 32 HL15/8
XVUNW 40 HL 15/8
XVUNW 40 HL 17/8
XVUNW 03 HS 7/16
XVUNW 04 HS 7/16
XVUNW 04 HS 1/2
XVU NW 04 HS 9/16
XVU NW 06 HS 9/16
XVU NW 06 HS 3/4
XVU NW 08 HS 9/16
XVU NW 08 HS 3/4
XVUNW 08 HS 7/8
XVUNW 10 HS 3/4
XVUNW 13 HS 3/4
XVUNW 13 HS 7/8
XVUNW 13 HS 1 1/16
XVUNW 16 HS 3/4
XVUNW 16 HS 7/8
XVUNW 16 HS 1 1/16
XVUNW20HS 11/16
XVUNW 20 HS 15/16
XVUNW 25HS 15/16
XVUNW 25HS 15/8
XVUNW 32HS 15/8
XVUNW32HS17/8

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Screw-in fitting

Series

LVLLLLLLLLLLLLLLLLLLLLULUCFECFECECFCFCFCECFCCFCCCCE

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 315

38

G

9/16"-18 UNF
3/4"-16 UNF
7/8"-14 UNF
3/4"-16 UNF
7/8"-14 UNF
1.1/16"-12 UN
7/8"-14 UNF
1.1/16"-12 UN
1.5/16"-12 UN
7/8"-14 UNF
1.1/16"-12 UN
1.5/16"-12UN
1.5/16"-12 UN
1.5/8"-12 UN
1.5/8"-12 UN
1.7/8"-12 UN
7/16"-20 UNF
7/16"-20 UNF
1/2"-20 UNF
9/16"-18 UNF
9/16"-18 UNF
3/4"-16 UNF
9/16"-18 UNF
3/4"-16 UNF
7/8"-14 UNF
3/4"-16 UNF
3/4"-16 UNF
7/8"-14 UNF
1.1/16"-12 UN
3/4"-16 UNF
7/8"-14 UNF
1.1/16"-12 UN
1.1/16"-12 UN
1.5/16"-12 UN
1.5/16"-12 UN
1.5/8"-12 UN
1.5/8"-12 UN
1.7/8"-12 UN

@D
mm
17,6
223
25,5
223
25,5
31,9
25,5
31,9
38,2
25,5
31,9
38,2
38,2
47,7
47,7
53,8
14,4
14,4
16,8
17,6
17,6
223
17,6
223
25,5
223
223
25,5
31,9
223
25,5
31,9
31,9
38,2
38,2
47,7
47,7
53,8

mm
10,0
11,1
12,7
11,1
12,7
15,1
12,7
15,1
15,1
12,7
15,1
15,1
15,1
15,1
15,1
15,1
9,1
9,1
9,1
10,0
10,0
11,1
10,0
11,1
12,7
11,1
11,1
12,7
15,1
11,1
12,7
15,1
15,1
15,1
15,1
15,1
15,1
15,1

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings

12
mm
14,0
13,9
15,8
14,4
14,5
14,4
16,8
16,4
17,4
19,8
17,4
17,4
17,4
17,4
18,9
18,9
14,9
14,9
14,9
15,0
14,5
14,4
14,5
17,4
17,8
15,9
15,4
18,8
20,4
20,4
20,8
20,4
229

L7
mm
31,0
32,0
35,5
33,0
34,7
37,0
37,0
39,0
40,0
40,0
40,0
40,0
43,0
43,0
45,0
45,0
31,0
31,0
31,0
32,0
32,0
33,0
32,0
36,0
38,0
35,0
35,0
40,0
44,0
42,0
44,0
46,0
50,0

OR

11.89x1.98
16.36 x 2.20
19.18 x 2.46
16.36x2.20
19.18 x 2.46
2347 x2.95
19.18 x 2.46
2347 x2.95
29.74x2.95
19.18 x 2.46
2347 x2.95
29.74x2.95
29.74x2.95
37.47 x 3.00
37.47 x 3.00
43.69 x 3.00
9.17x1.83
9.17x1.83
10.52x1.83
11.89x1.98
10.89x1.98
16.36x2.20
11.89x1.98
16.36 x2.20
19.18 x 2.46
16.36 x2.20
16.36x2.20
19.18 x 2.46
23.47 x2.95
16.36 x2.20
19.18 x 2.46
23.47 x2.95
2347 x2.95
29.74x2.95
29.74x2.95
37.47 x 3.00
37.47 x3.00
43.69 x 3.00




AVR

HANSAFFLEX

Screw-in fitting

Connection 1: BSP external thread, cylindrical

Connection 2: metric nut thread
Design: Screw-in fitting
Standard: DIN 2353

Material: Steel

Product versions: AVR VA, Screw-in fitting, Stainless steel

Identification Series

AVRNW 04 L
AVRNW 06 L
AVRNW 08 L
AVRNW 10 L 1/4
AVRNW 10 L
AVRNW 10 L 1/2
AVRNW 13 L3/8
AVRNW 13 L
AVRNW 16 L
AVRNW 20 L
AVRNW 25 L 3/4
AVRNW 25 L
AVRNW 32 L
AVRNW 40 L
AVRNW 03 S
AVRNW 04 S
AVRNW 06 S
AVRNW 08 S
AVRNW 085 1/2
AVRNW 10 S
AVRNW 135 3/8
AVRNW 13 S
AVRNW 135 3/4
AVRNW 16 S
AVRNW 20 S
AVRNW 25 S
AVRNW 32S

nunuuLuLLLLLLLLLULECFCFECFCFECFCFCCFCC I C

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 250
PN 250

@d2

30
38

Sealing form 1: Shape B

Sealing form 2: Pipe socket with cutting ring

Construction: straight

Included in scope of supply: Socket with union nut and cutting ring

Surface protection: electro galvanised

G1

G1/8"-28
G1/4"-19
G1/4"-19
G1/4"-19
G3/8"-19
G1/2"-14
G3/8"-19
G1/2"-14
G1/2"-14
G3/4"-14
G3/4"-14
G1"-1
G1.1/4"-1
G1.1/2"-1
G1/4"-19
G1/4"-19
G3/8"-19
G3/8"-19
G1/2"-14
G1/2"-14
G3/8"-19
G1/2"-14
G3/4"-14
G3/4"-14
G1"-11
G1.1/4"-11
G1.1/2"-1

G2

M12x1.5
M14x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M30x2
M36x 2
M36x2
M45x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x 1.5
M20x1.5
M22x1.5
M24x1.5
M24x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

@d3

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings, pre-assembled

L2
mm
24,5
27,0
27,5
28,5
30,0
30,5
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HANSAFFLEX

Standard: DIN 2353

Material: Steel

Product versions: AVR ED MG, Screw-in fitting, Brass
AVR ED VA, Screw-in fitting, Stainless steel
Spare parts: WD, Soft seal for ED fittings

Identification

AVRNW 04 LED
AVRNW 06 L ED
AVRNW 08 LED

AVRNW 10 L 1/4ED

AVRNW 10 LED

AVRNW 10L 1/2 ED
AVRNW 13 L 3/8 ED

AVRNW 13 LED
AVRNW 16 LED
AVRNW 20 L ED
AVRNW 25 LED
AVRNW 32 LED
AVRNW 40 L ED
AVRNW 03 SED
AVRNW 04 S ED
AVRNW 06 S ED
AVRNW 08 S ED
AVRNW 085S 1/2
AVRNW 10 SED
AVRNW 13 SED
AVRNW 16 SED
AVRNW 20 S ED
AVRNW 25 SED
AVRNW 32 SED

m

D

Series

Screw-in fitting
Connection 1: BSP external thread, cylindrical
Connection 2: metric nut thread
Design: Screw-in fitting

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 315

@d2

Sealing form 1: Shape E

Sealing form 2: Pipe socket with cutting ring

Construction: straight
Included in scope of supply: Pipe socket with union nut and pre-assembled cutting ring
Surface protection: electro galvanised

G1

G1/8"-28
G1/4"-19
G1/4"-19
G1/4"-19
G3/8"-19
G1/2"-14
G3/8"-19
G1/2"-14
G1/2"-14
G3/4"-14
G1"-1
G1.1/4"-1
G1.1/2"-1
G1/4"-19
G1/4"-19
G3/8"-19
G3/8"-19
G1/2"-14
G1/2"-14
G1/2"-14
G3/4"-14
G1"-11
G1.1/4"-1
G1.1/2"-11

G2

M12x1.5
M14x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M22x15
M22x1.5
M26x1.5
M30x2
M36x2
M45x 2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

@d3
mm
13,9
18,9
18,9
18,9
21,9
26,9
219
26,9
26,9
31,9
399
49,9
54,9
18,9
18,9
21,9
21,9
26,9
26,9
26,9
31,9
39,9
49,9
54,9

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings, pre-assembled

L2
mm
24,5
27,0




AOVR ED Screw-in fitting

Connection 1: metric nut thread Sealing form 1: 24° outer cone with O-ring
Connection 2: BSP cylindrical external threads Sealing form 2: Shape E

Design: Screw-in fitting Construction: straight

Standard: DIN 2353 Material: Steel

Surface protection: electro galvanised
Product versions: AOVR ED VA, Screw-in fitting, Stainless steel
Spare parts: WD, Soft seal for ED fittings

Identification Series Working pressure bar 2d1 G1 G2 @d3 i L2 SW S1 OR
mm mm mm mm mm

AOVRNW 04 L ED L PN 315 6 M12x1.5 G1/8"-28 13,9 8 24,5 14 14 40x15

AOVRNW 06 L ED L PN 315 8 M14x1.5 G1/4"-19 189 12 29,5 19 17 6.0x1.5

AOVRNW 08 L ED L PN 315 10 M16x1.5 G1/4"-19 18,9 12 27,5 19 19 75x15

AOVRNW 10L 1/4 ED L PN 315 12 M18x1.5 G1/4"-19 189 12 30,0 19 22 9.0x1.5

i AOVRNW 10L 1/2 ED L PN 315 12 M18x1.5 G1/2"-14 26,9 14 34,0 27 22 9.0x1.5
Gwél AOVRNW 10 L ED L PN 315 12 M18x1.5 G3/8"-19 219 12 34,0 22 22 9.0x 1.5
l i AOVRNW 13 LED L PN 315 15 M22x1.5 G1/2"-14 26,9 14 32,0 27 27 12.0x2.0
l ; AOVRNW 16 L ED L PN 315 18 M26x1.5 G1/2"-14 26,9 14 31,5 27 32 15.0x2.0
AOVRNW 20 L ED L PN 160 22 M30x2 G3/4"-14 319 16 32,5 32 36 20.0x2.0
AOVRNW 25 L ED L PN 160 28 M36x2 G1"-11 39,9 18 350 41 41 26.0x2.0

AOVRNW 32 LED L PN 160 35 M45x2 G1.1/4"-11 49,9 20 42,5 50 50 320x25

AOVRNW 40 L ED L PN 160 42 M52x2 G1.1/2"-11 54,9 22 46,5 55 60 38.0x25

AOVRNW 03 S ED S PN 630 6 M14x1.5 G1/4"-19 18,9 12 27,0 19 17 40x1.5

AOVRNW 04 S ED S PN 630 8 M16x1.5 G1/4"-19 18,9 12 29,5 19 19 6.0x1.5

AOVRNW 06 S ED S PN 630 10 M18x1.5 G3/8"-19 219 12 32,0 22 22 75x1.5

AOVRNW 08S 1/2 ED S PN 630 12 M20x1.5 G1/2"-14 26,9 14 35,0 27 24 9.0x 1.5

AOVRNW 08 SED S PN 630 12 M20x1.5 G3/8"-19 21,9 12 34,0 22 24 9.0x 1.5
AOVRNW 10 SED S PN 630 14 M22x1.5 G1/2"-14 26,9 14 36,5 27 27 10.0x 2.0
AOVRNW 13 SED S PN 400 16 M24x1.5 G1/2"-14 26,9 14 37,0 27 30 12.0x2.0
AOVRNW 16 S ED S PN 400 20 M30x2 G3/4"-14 31,9 16 43,0 32 36 16.3x2.4
AOVRNW 20 SED S PN 400 25 M36x2 G1"-1 39,9 18 48,0 41 46 20.3x24
AOVRNW 25 S ED S PN 400 30 M42x2 G1.1/4"-11 49,9 20 51,0 50 50 253x24
AOVRNW 32 SED S PN 315 38 M52x2 G1.1/2"-1 54,9 22 60,0 55 60 333x24

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings, pre-assembled
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Connection 2: metric nut thread

Design: Screw-in fitting

Standard: DIN 2353

Surface protection: electro galvanised
Product versions: AOVM ED VA, Screw-in fitting, Stainless steel
Spare parts: WD, Soft seal for ED fittings

Identification

AOVM NW 04 L ED
AOVM NW 06 L ED
AOVM NW 08 L ED
AOVM NW 10 L ED
AOVMNW 13 LED
AOVM NW 16 L ED
AOVMNW 20 L ED
AOVMNW 25 L ED
AOVMNW 32 L ED
AOVM NW 40 L ED
AOVM NW 03 S ED
AOVM NW 04 S ED
AOVM NW 06 S ED
AOVM NW 08 S ED
AOVMNW 10 S ED
AOVMNW 13 S ED
AOVMNW 16 S ED
AOVM NW 20 S ED
AOVM NW 25 S ED
AOVMNW 32 S ED

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings, pre-assembled

Series

LnLLLLLLLLLOLWEFECFECFCFCECCEFCECEC

Screw-in fitting

Connection 1: metric cylindrical outer thread

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 315

G1

M12x1.5
M14x15
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

G2

M10x1
M12x1.5
M14x15
M16x1.5
M18x1.5
M22x1.5
M26x1.5

M33x2

M42x2

M48x2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5

M27x2

M33x2

M42x2

M 48 x 2

54,9
16,9
18,9
21,9
239
259
26,9
31,9
39,9
49,9
54,9

Sealing form 1: 24° outer cone with O-ring
Sealing form 2: Shape E

Construction: straight

Material: Steel

L2

24,5
26,5
27,5
30,5
31,5
31,5
32,5
35,0
42,5
46,5
27,0
29,5
32,0
340
36,5
37,0
43,0
48,0
51,0
60,0

OR

4.0x15
6.0x 1.5
75x1.5
9.0x 1.5
120x2.0
15.0x2.0
20.0x2.0
26.0x2.0
32.0x25
38.0x25
40x1.5
6.0x 1.5
75x15
9.0x 1.5
10.0x2.0
12.0x2.0
163x24
203x24
253x24
333x24




NVM ED Screw-in sockets

Connection 1: metric cylindrical outer thread
Connection 2: Pipe socket not pre-assembled
Design: Screw-in sockets
‘, Standard: DIN 2353
Material: Steel
Product versions: NVM ED VA, Screw-in sockets, Stainless steel

Spare parts: WD, Soft seal for ED fittings
Spare parts: VOM, Pre-assembly sockets

Sealing form 1: Shape E

Sealing form 2: Cutting ring connection

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

Identification Series Working pressure bar @d2 G1 i L
¥ i b mm mm mm
NVM NW 04 L ED L PN 315 6 M10x1 8 32,5
sw NVM NW 06 L ED L PN 315 8 M12x1.5 12 385
NVM NW 08 L ED L PN 315 10 M16x1.5 12 39,5
NVM NW 10 L ED L PN 315 12 M16x1.5 12 42,5
H ‘ NVM NW 13 LED L PN 315 15 M18x1.5 12 43,5
o S NVMNW16LED L PN 315 18 M22x15 14 455
NVM NW 20 L ED L PN 160 22 M26x 1.5 16 48,5
@ . NVM NW 25 L ED L PN 160 28 M33x2 18 53,0
NVM NW 32 L ED L PN 160 35 M42x2 20 62,5
. NVM NW 40 L ED L PN 160 42 M 48 x 2 22 68,5
NVM NW 03 SED S PN 630 6 M12x1.5 12 39,0
NVM NW 04 S ED S PN 630 8 M14x1.5 12 41,5
NVM NW 06 S ED S PN 630 10 M16x1.5 12 44,0
NVM NW 08 S ED S PN 630 12 M18x1.5 12 46,0
NVM NW 10 S ED S PN 630 14 M20x1.5 14 50,5
NVMNW 13 SED S PN 400 16 M22x1.5 14 51,0
NVMNW 16 S ED S PN 400 20 M27x2 16 59,0
NVM NW 20 S ED S PN 400 25 M33x2 18 66,0
NVM NW 25 S ED S PN 400 30 M42x2 20 71,0
NVM NW 32 SED S PN 315 38 M 48 x 2 22 82,0
Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.
HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / straight / Screw-in fittings, not pre-assembled
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Reducing adapter, short

Connection 1: BSP external thread, cylindrical Sealing form 1: Shape E

Connection 2: BSP cylindrical internal threads Design: Reducing adapters
Construction: short Standard: DIN 2353

Material: Steel Surface protection: electro galvanised
Product versions: RIK ED VA, Reducing adapter, short, Stainless steel

Spare parts: WD, Soft seal for ED fittings

Identification Working pressure bar G1 G2 @d3 i
mm mm
RIKNW 10 03 ED PN 400 G3/8"-19 G1/8"-28 219 12
RIKNW 13 03 ED PN 400 G1/2"-14 G1/8"-28 26,9 14
RIKNW 13 06 ED PN 400 G1/2"-14 G1/4"-19 26,9 14
RIKNW 20 06 ED PN 315 G3/4"-14 G1/4"-19 BIlk) 16
RIKNW 20 10 ED PN 315 G3/4"-14 G3/8"-19 31,9 16
RIKNW 25 06 ED PN 315 G1"-11 G1/4"-19 399 18
RIKNW 25 10 ED PN 315 G1"-11 G3/8"-19 39,9 18
RIKNW 25 13 ED PN 315 G1"-11 G1/2"-14 39,9 18
RIKNW 32 13 ED PN 315 G1.1/4"-1 G1/2"-14 49,9 20
RIKNW 32 20 ED PN 315 G1.1/4"-11 G3/4"-14 49,9 20
RIKNW 40 13 ED PN 250 G1.1/2"-1 G1/2"-14 54,9 22
RIKNW 40 20 ED PN 250 G1.1/2"-11 G3/4"-14 54,9 22
RIKNW 40 25 ED PN 250 G1.1/2"-11 G1"-11 54,9 22

PN = Nominal pressure PB = Max. operating pressure
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Reducing adapter, long

Connection 1: BSP external thread, cylindrical Sealing form 1: Shape E

Connection 2: BSP cylindrical internal threads Design: Reducing adapters
Construction: Long Standard: DIN 2353

Material: Steel Surface protection: electro galvanised

Product versions: RIL ED VA, Reducing adapter, long, Stainless steel
Spare parts: WD, Soft seal for ED fittings

Identification Working pressure bar @d1 G1 G2 @d3

mm mm
RIL NW 03 06 ED PN 400 4 G1/8"-28 G1/4"-19 13,9
RILNW 03 10 ED PN 400 4 G1/8"-28 G3/8"-19 13,9
RIL NW 06 03 ED PN 400 5 G1/4"-19 G1/8"-28 18,9
RIL NW 06 10 ED PN 400 5 G1/4"-19 G3/8"-19 18,9
RILNW 06 13 ED PN 400 5 G1/4"-19 G1/2"-14 18,9
RIL NW 06 20 ED PN 400 5 G1/4"-19 G3/4"-14 18,9
RILNW 10 06 ED PN 400 8 G3/8"-19 G 1/4"-19 21,9
RILNW 10 13 ED PN 400 8 G3/8"-19 G1/2"-14 21,9
RILNW 10 20 ED PN 315 8 G3/8"-19 G3/4"-14 21,9
RILNW 13 10 ED PN 400 12 G1/2"-14 G3/8"-19 26,9
RILNW 13 20 ED PN 315 12 G1/2"-14 G3/4"-14 26,9
RILNW 13 25 ED PN 315 12 G1/2"-14 G1"-11 269
RILNW 1332 ED PN 315 10 G1/2"-14 G1.1/4"-11 26,9

PN = Nominal pressure PB = Max. operating pressure

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing adapters

mm
17,0
17,0
12,0

mm
22,5
24,0
24,0
26,0
26,0
29,0
29,0
29,0
320
320
36,0
36,0
36,0

mm
31,0
320
28,0

sw

mm
19
24
19
24
27
36
22
27
36
27
36
M
55




RIL ED (Continuation) Reducing adapter, long

Identification Working pressure bar @d1 G1 G2 @d3 i1 i2 I8 sw
mm mm mm mm mm mm
RILNW 20 13 ED PN 315 16 G3/4"-14 G1/2"-14 31,9 16 20,0 41,0 32
RILNW 20 25 ED PN 315 16 G3/4"-14 G1"-11 31,9 16 24,5 51,0 41
RILNW 20 32 ED PN 315 16 G3/4"-14 G1.1/4"-1 31,9 16 26,5 55,0 55
RIL NW 20 40 ED PN 250 16 G3/4"-14 G1.1/2"-1 31,9 16 28,5 57,0 60
RILNW 25 20 ED PN 315 20 G1"-11 G3/4"-14 399 18 22,0 47,0 41
RILNW 2532 ED PN 315 20 G1"-1 G1.1/4"-11 399 18 26,5 57,0 55
RIL NW 25 40 ED PN 250 20 G1"-11 G1.1/2"-11 39,9 18 28,5 59,0 60
RILNW 3225 ED PN 315 25 G1.1/4"-11 G1"-11 49,9 20 24,5 52,0 50
RILNW 3240 ED PN 250 25 G1.1/4"-11 G1.1/2"-11 49,9 20 28,5 60,0 60
RILNW 40 32 ED PN 250 32 G1.1/2"-1 G1.1/4"-11 54,9 22 26,5 58,0 55
RIL NW 50 40 ED PN 160 40 G2"-1 G1.1/2"-11 69,9 24 28,5 65,5 70

PN = Nominal pressure PB = Max. operating pressure
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

DMO Fitting, double nut
Connection 1: metric nut thread Sealing form 1: 24° outer cone with O-ring
Connection 2: metric nut thread Sealing form 2: 24° outer cone with O-ring
Design: Fitting, double nuts Construction: straight
Standard: DIN 2353 Material: Steel

Surface protection: electro galvanised
Product versions: DMO VA, Fitting, double nut, Stainless steel

Identification Series Working pressure bar @d1 @d2 G1 G2 L S1 S2 OR1 OR2
mm mm mm
DMO NW 04 L L PN 315 6 6 M12x1.5 M12x1.5 32,0 14 14 40x1.5 4.0x1.5
DMO NW 04 L 06 L PN 315 6 8 M12x1.5 M14x1.5 32,0 14 17 40x1.5 6.0x1.5
DMO NW 04 L 08 L PN 315 6 10 M12x1.5 M16x1.5 33,0 14 19 40x1.5 75x1.5
B s2 DMONW 04 L 10 L PN 315 6 12 M12x1.5 M18x1.5 33,0 14 22 40x1.5 9.0x 1.5
DMO NW 06 L L PN 315 8 8 M14x1.5 M14x1.5 32,0 17 17 6.0x 1.5 6.0x 1.5
DMO NW 06 L 08 L PN 315 8 10 M14x1.5 M16x1.5 33,0 17 19 6.0x1.5 75%x1.5
DMONW 06 L 10 L PN 315 8 12 M14x1.5 M18x1.5 33,0 17 22 6.0x1.5 9.0x1.5
DMONW 06 L 13 L PN 315 8 15 M14x1.5 M22x1.5 34,5 17 27 6.0x1.5 12.0x2.0
DMONW 06 L 16 L PN 315 8 18 M14x1.5 M26x1.5 36,0 17 32 6.0x1.5 15.0x2.0
DMO NW 08 L L PN 315 10 10 M16x1.5 M16x1.5 34,0 19 19 75x15 75x15
DMONW 08L 10 L PN 315 10 12 M16x1.5 M18x1.5 33,0 19 22 75%x1.5 9.0x1.5
DMONWO08L 13 L PN 315 10 15 M16x1.5 M22x1.5 38,0 19 27 75%x1.5 12.0x2.0
DMONWO08L 16 L PN 315 10 18 M16x1.5 M26x1.5 36,0 19 32 75x1.5 15.0x2.0
DMONW 10 L L PN 315 12 12 M18x1.5 M18x1.5 34,5 22 22 9.0x 1.5 9.0x1.5
DMONW 10L 13 L PN 315 12 15 M18x1.5 M22x1.5 38,0 22 27 9.0x 1.5 120x2.0
DMONW 10L 16 L PN 315 12 18 M18x1.5 M26x1.5 36,0 22 32 9.0x1.5 15.0x2.0
DMO NW 10L 20 L PN 160 12 22 M18x1.5 M30x2 40,0 22 36 9.0x 1.5 20.0x2.0
DMONW 13 L L PN 315 15 15 M22x1.5 M22x1.5 37,0 27 27 12.0x2.0 12.0x2.0
DMONW 13 L 16 L PN 315 15 18 M22x15 M26x1.5 36,0 27 32 12.0x2.0 15.0x2.0
DMONW 13 L 20 L PN 160 15 22 M22x1.5 M30x2 42,0 27 36 12.0x2.0 20.0x2.0
DMO NW 13 L 25 L PN 160 15 28 M22x1.5 M36x2 46,0 27 41 120x2.0 26.0x2.0

Series: LL = Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter

HANSA'FLEX Line technology / Pipe fittings 24° DIN 2353 / straight / Fittings 46



DMO (Continuation) Fitting, double nut

Identification Series Working pressure bar @d1 @d2 G1 G2 I8 S1 S2 OR1 OR2
mm mm mm

DMONW 16 L L PN 315 18 18 M26x1.5 M26x1.5 38,5 32 32 15.0x2.0 15.0x2.0
DMONW 16 L 20 L PN 160 18 22 M26x1.5 M30x2 42,0 32 36 15.0x2.0 20.0x2.0
DMONW 16 L 25 L PN 160 18 28 M26x 1.5 M36x2 46,0 32 41 15.0x2.0 26.0x2.0
DMONW 16 L 32 L PN 160 18 35 M26x1.5 M45x2 45,0 32 50 15.0x2.0 32.0x25
DMO NW 20 L L PN 160 22 22 M30x2 M30x2 42,5 36 36 20.0x2.0 20.0x2.0
DMO NW 20 L 25 L PN 160 22 28 M30x2 M36x2 46,0 36 41 20.0x 2.0 26.0x2.0
DMO NW 20 L 32 L PN 160 22 35 M30x2 M45x 2 48,0 36 50 20.0x2.0 320x25
DMO NW 20 L 40 L PN 160 22 42 M30x2 M52x2 47,5 36 60 20.0x 2.0 38.0x25
DMO NW 25 L L PN 160 28 28 M36x2 M36x 2 44,5 41 41 26.0x2.0 26.0x2.0
DMO NW 25 L 32 L PN 160 28 35 M36x2 M45x2 48,0 41 50 26.0x2.0 32.0x2.5
DMO NW 25 L 40 L PN 160 28 42 M36x2 M52x2 52,0 41 60 26.0x2.0 38.0x2.5
DMONW 32L L PN 160 35 35 M45x2 M45x2 51,0 50 50 32.0x2.5 32.0x2.5
DMO NW 32 L 40 L PN 160 35 42 M45x2 M52x2 51,5 50 60 32.0x25 38.0x2.5
DMO NW 40 L L PN 160 42 42 M52x2 M52x2 52,0 60 60 38.0x25 38.0x2.5
DMONW 04 L 03 S L/S PN 315 6 6 M12x1.5 M14x1.5 335 14 17 40x15 40x15
DMONW 04 L 04S L/s PN 315 6 8 M12x1.5 M16x1.5 33,0 14 19 40x15 6.0x 1.5
DMONW 04 L 06 S L/S PN 315 6 10 M12x1.5 M18x1.5 35,5 14 22 40x1.5 75x15
DMONW 04 L 08 S L/S PN 315 6 12 M12x1.5 M20x1.5 38,0 14 24 40x1.5 9.0x 1.5
DMONWO06 L 03 S L/S PN 315 8 6 M14x1.5 M14x1.5 320 17 17 6.0x1.5 40x1.5
DMONW 06 L 04 S L/S PN 315 8 8 M14x1.5 M16x1.5 33,0 17 19 6.0x 1.5 6.0x 1.5
DMONW 06 L 06 S L/S PN 315 8 10 M14x1.5 M18x 1.5 33,0 17 22 6.0x1.5 75x1.5
DMONW 06 L 08 S L/S PN 315 8 12 M14x1.5 M20x1.5 36,0 17 24 6.0x 1.5 9.0x 1.5
DMONWO06L 135S L/S PN 315 8 16 M14x1.5 M24x1.5 39,0 17 30 6.0x15 12.0x2.0
DMONWO08L03S L/S PN 315 10 6 M16x1.5 M14x1.5 33,0 19 17 75x1.5 40x15
DMONW 08L 04 S L/S PN 315 10 8 M16x1.5 M16x1.5 33,0 19 19 75x15 6.0x 1.5
DMONW 08 L 06 S L/S PN 315 10 10 M16x1.5 M18x1.5 33,0 19 22 75x1.5 75x15
DMONW 08 L 08 S L/S PN 315 10 12 M16x1.5 M20x1.5 36,0 19 24 75x1.5 9.0x 1.5
DMONWO8L10S L/S PN 315 10 14 M16x1.5 M22x1.5 39,0 19 27 75x15 10.0x2.0
DMONWO08L 135S L/S PN 315 10 16 M16x1.5 M24x1.5 39,0 19 30 75x1.5 120x2.0
DMONW 10L06 S L/s PN 315 12 10 M18x1.5 M18x1.5 33,0 22 22 9.0x 1.5 75x1.5
DMONW 10L 08 S L/S PN 315 12 12 M18x 1.5 M20x 1.5 36,0 22 24 9.0x 1.5 9.0x1.5
DMONW10L10S L/s PN 315 12 14 M18x1.5 M22x1.5 39,0 22 27 9.0x 1.5 10.0x2.0
DMONW10L13S L/s PN 315 12 16 M18x1.5 M24x1.5 39,0 22 30 9.0x 1.5 12.0x2.0
DMONW10L16S L/S PN 315 12 20 M18x 1.5 M30x2 36,0 22 36 9.0x1.5 163x2.4
DMONW 13L06 S L/S PN 315 15 10 M22x1.5 M18x1.5 38,0 27 22 12.0x2.0 75x15
DMONW 13L08S L/s PN 315 15 12 M22x1.5 M20x1.5 38,0 27 24 120x2.0 9.0x 1.5
DMONW 13L10S L/S PN 315 15 14 M22x1.5 M22x1.5 38,0 27 27 120x2.0 10.0x2.0
DMONW 13L13S L/S PN 315 15 16 M22x1.5 M24x1.5 39,0 27 30 120x2.0 12.0x2.0
DMONW13L16S L/S PN 315 15 20 M22x1.5 M30x2 44,0 27 36 12.0x2.0 16.3x24
DMONW 13L20S L/S PN 315 15 25 M22x1.5 M36x2 47,5 27 46 120x2.0 203x24
DMONW 16 L 08 S L/S PN 315 18 12 M26x1.5 M20x1.5 38,0 32 24 15.0x2.0 9.0x1.5
DMONW 16L10S L/S PN 315 18 14 M26x1.5 M22x1.5 41,0 32 27 15.0x2.0 10.0x2.0
DMONW 16L 135S L/S PN 315 18 16 M26x1.5 M24x1.5 39,0 32 30 15.0x2.0 120x2.0
DMONW 16L16S L/S PN 315 18 20 M26x1.5 M30x2 44,0 32 36 15.0x2.0 16.3x24
DMONW 16L20S L/s PN 315 18 25 M26x1.5 M36x2 48,0 32 46 15.0x2.0 203x24

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.
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DMO (Continuation)

HANSAFFLEX

Identification

DMONW 16L25S
DMONW20L 135S
DMONW20L16S
DMONW20L20S
DMONW20L25S
DMONW20L32S
DMONW25L 135S
DMONW25L16S
DMONW25L20S
DMONW25L25S
DMONW 251325
DMONW32L16S
DMONW32L20S
DMONW32L25S
DMONW32L32S
DMONW40L25S
DMONW40L325S
DMONW 03 S
DMO NW 03 S 04
DMO NW 03 S 06
DMO NW 03 S 08
DMO NW 04 S
DMO NW 04 S 06
DMO NW 04 S 08
DMO NW 06 S
DMO NW 06 S 08
DMONW 06 S 10
DMONW 06 S 13
DMO NW 08 S
DMONW 08 S 10
DMO NW 085S 13
DMONW 08 S 16
DMONW 10S
DMONW 105 13
DMONW 10516
DMONW 13 S
DMONW 13516
DMONW 13 S 20
DMONW 13525
DMONW 16 S
DMONW 16 S 20
DMONW 16 S 25
DMONW 16 S 32
DMONW 20 S
DMO NW 205 25

Fitting, double nut

Series

L/s
L/s

NULLLLNLLLNLLLLLLLLLLLLLLLLLKLOKOKnO®N

Working pressure bar

PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 630
PN 630
PN 400
PN 400
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 400
PN 400

@d1

20
25
25

?d2

30

G1

M26x1.5
M30x2
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M36x2
M36x2
M45x2
M45x2
M45x 2
M45x2
M52x2
M52x2
M14x1.5
M14x15
M14x1.5
M14x15
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M20x1.5
M20x1.5
M20x1.5
M20x 1.5
M22x1.5
M22x1.5
M22x1.5
M24x1.5
M24x1.5
M24x1.5
M24x15
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2

G2

M42x2
M24x1.5
M30x2
M36x2
M42x2
M52x2
M24x1.5
M30x2
M36x 2
M42x2
M52x2
M30x2
M36x2
M42x2
M52x2
M42x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M16x1.5
M18x 1.5
M20x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M22x1.5
M24x1.5
M30x2
M24x1.5
M30x2
M36x2
M42x2
M30x2
M36x 2
M42x2
M52x2
M36x2
M42x2

mm
50,0
42,0
44,0
46,0
52,0
52,0
46,0
46,0
46,0
52,0
51,0
48,0
48,0
52,0
52,0
52,0
52,0
35,0
33,0

52,0
52,0
57,5
52,0

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Fittings

OR1

15.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x 2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
32.0x2.5
32.0x25
32.0x25
32.0x25
38.0x25
38.0x2.5
40x15
40x1.5
40x15
40x15
6.0x 1.5
6.0x15
6.0x 1.5
75x1.5
75x1.5
75x1.5
75x1.5
9.0x 1.5
9.0x 1.5
9.0x 1.5
9.0x 1.5
10.0x2.0
10.0x2.0
10.0x2.0
120x2.0
120x2.0
120x2.0
12.0x2.0
16.3x24
16.3x2.4
16.3x2.4
16.3x24
203x24
203x24

OR2

253x24
12.0x2.0
16.3x2.4
203x24
253x24
333x24
12.0x2.0
163x24
20.3x24
253x24
333x24
16.3x24
203x24
253x24
333x24
253x24
333x24
40x1.5
6.0x1.5
75%x1.5
9.0x 1.5
6.0x1.5
75%x1.5
9.0x1.5
75%x1.5
9.0x 1.5
10.0x2.0
12.0x2.0
9.0x 1.5
10.0x 2.0
12.0x2.0
16.3x2.4
10.0x2.0
12.0x2.0
16.3x2.4
12.0x2.0
16.3x24
203x24
253x24
163x24
20.3x24
253x24
333x24
203x24
253x24

48



DMO (Continuation)

XV

e

7

L1

HANSAFFLEX

SwW
‘ ]
L2

Identification

DMO NW 20 S 32
DMONW 25 S
DMO NW 25 S 32
DMONW325S

Fitting, double nut

Series

v ununn

Working pressure bar

PN 315
PN 400
PN 315
PN 315

@d1
mm
25
30
30
38

?d2
mm
38
30
38
38

G1

M 36 x2
M42x2
M42x2
M52x2

G2

M52x2
M42x2
M52x2
M52x2

L
mm
52,0
60,5
52,0
65,5

Series: LL = Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Fitting

Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread

Design: Fitting

Standard: ISO 8434-1

Material: Steel

Product versions: XV VA, Fitting, Stainless steel

Identification

XV04LL
XVO05LL

XV 06 LL 04

XV 06 LL
XVO08LLO4

XV 08 LL 06
XVO08LL
XV10LL
XV12LL

XV NW 04 HL
XV NW 06 HL 04
XV NW 06 HL
XV NW 08 HL 04
XV NW 08 HL 06
XV NW 08 HL
XV NW 10 HL 04
XV NW 10 HL 06
XV NW 10 HL 08
XV NW 10 HL
XV NW 13 HL 04
XV NW 13 HL 06
XV NW 13 HL 08
XVNW 13 HL 10
XVNW 13 HL
XV NW 16 HL 04
XV NW 16 HL 06
XVNW 16 HL 08

Series

LL
LL
LL
LL
LL
LL

V-LL /V-HL / V-HS, Fitting, Steel

Working pressure bar

PN 100
PN 100
PN 100
PN 100
PN 100
PN 100
PN 100
PN 100
PN 100
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315

Sealing form 1:24° inner cone
Sealing form 2: 24° inner cone

Construction: straight
Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

38
P®Eaw T

© g o

@d2

- - = 3
OOO\OOOG\OOG\O\NOOOG\JBO\bU\-J}B

N ©

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Fittings

S1

46
50
50
60

S2

60
50
60
60

OR1

203x24
253x24
253x24
333x24

12,0

14,0
14,0
14,0
14,0
15,0
15,0
16,0
14,5
14,5
15,5

OR2

33.3x24
253x24
33.3x24
33.3x24




XV (Continuation) Fitting
Identification Series Working pressure bar @d1 @d2 L1 L2
mm mm mm mm
XVNW 16 HL 10 L PN 315 18 12 30 15,5
XV NW 16 HL 10 27 L PN 315 18 12 32 17,5
XVNW 16 HL 13 L PN 315 18 15 31 16,5
XV NW 16 HL L PN 315 18 18 31 16,0
XV NW 16 HL 27 L PN 315 18 18 35 20,0
XV NW 20 HL 06 L PN 160 22 8 31 16,5
XV NW 20 HL 08 L PN 160 22 10 32 17,5
XVNW 20 HL 10 L PN 160 22 12 32 17,5
XVNW 20 HL 13 L PN 160 22 15 33 18,5
XVNW20HL 16 L PN 160 22 18 33 18,0
XV NW 20 HL 16 27 L PN 160 22 18 35 20,0
XV NW 20 HL L PN 160 22 22 35 20,0
XV NW 25 HL 06 L PN 160 28 8 33 18,5
XV NW 25 HL 08 L PN 160 28 10 34 19,5
XVNW 25 HL 10 L PN 160 28 12 34 19,5
XVNW25HL 13 L PN 160 28 15 35 20,5
XVNW25HL 16 L PN 160 28 18 35 20,0
XV NW 25 HL 16 27 L PN 160 28 18 37 22,0
XV NW 25 HL 20 L PN 160 28 22 37 22,0
XV NW 25 HL L PN 160 28 28 36 21,0
XV NW 32 HL 20 L PN 160 35 22 39 21,0
XV NW 32 HL 25 L PN 160 35 28 39 21,0
XV NW 32 HL L PN 160 35 35 41 20,0
XV NW 40 HL 25 L PN 160 42 28 41 22,5
XV NW 40 HL 32 L PN 160 42 35 43 21,3
XV NW 40 HL L PN 160 42 42 66 21,0
XVNW 16 HL 13 HS L/s PN 315 18 16 33 17,0
XV NW 03 HS S PN 630 6 6 30 16,0
XV NW 04 HS 03 S PN 630 8 6 32 18,0
XV NW 04 HS S PN 630 8 8 32 18,0
XV NW 06 HS 03 S PN 630 10 6 32 17,5
XV NW 06 HS 04 S PN 630 10 8 32 17,5
XV NW 06 HS S PN 630 10 10 32 17,0
XV NW 08 HS 03 S PN 630 12 6 34 19,5
XV NW 08 HS 04 S PN 630 12 8 34 19,5
XV NW 08 HS 06 S PN 630 12 10 34 19,0
XV NW 08 HS S PN 630 12 12 34 19,0
XV NW 10 HS 03 S PN 630 14 6 36 21,0
XV NW 10 HS 04 S PN 630 14 8 36 21,0
XV NW 10 HS 06 S PN 630 14 10 36 20,5
XV NW 10 HS 08 S PN 630 14 12 36 20,5
XV NW 10 HS S PN 630 14 14 38 22,0
XV NW 13 HS 03 S PN 400 16 6 36 20,5
XV NW 13 HS 04 S PN 400 16 8 36 20,5
XV NW 13 HS 06 S PN 400 16 10 36 20,0

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / straight / Fittings



XV (Continuation)

HANSAFFLEX

Fitting
Identification Series

XV NW 13 HS 08
XVNW 13 HS 10
XVNW 13 HS

XV NW 16 HS 06
XV NW 16 HS 08
XVNW 16 HS 10
XVNW 16 HS 13
XVNW 16 HS

XVNW20HS 13
XVNW 20 HS 16
XV NW 20 HS

XVNW25HS 13
XVNW 25 HS 16
XV NW 25 HS 20
XV NW 25 HS

XVNW 32 HS 13
XV NW 32 HS 20
XV NW 32 HS 25
XV NW 32 HS

XVNW 13 HS 13 HL S/L
XV NW 16 HS 13 HL S/L
XV NW 16 HS 16 HL S/L
XV NW 20 HS 20 HL S/L

LVLLLLLLLLLLLLLOLLOKLLKL®n

[

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Fittings

Working pressure bar

PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 315
PN 315
PN 315
PN 400
PN 400
PN 400
PN 400

2d1

25

22

L1
mm
36

38
40
40
42
42
44
46
48
50
48
50
52
54
53
57
59
61
36
40
40
46

L2
mm
20,0
21,5
21,0
22,0
22,0
2535
23,0
23,0
25,5
253
26,0
26,0
26,0
26,5
27,0
28,5
29,0
29,5
29,0
20,5
22,5
220
26,5




XAH Reducing fitting

Connection 1: metric nut thread

Connection 2: metric cylindrical outer thread

Design: Reducing fitting

Standard: ISO 8434-1

Material: Steel

Product versions: XAH VA, Reducing fitting, Socket (without union nut and cutting ring)
AH, Reducing fitting, Socket with union nut and cutting ring

Sealing form 1: Pipe socket with cutting ring

Sealing form 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)

Identification Series Working pressure bar 2d1 @d2 G1 G2 L2

mm mm mm

XAH 06 LL 04 LL PN 100 6 4 M10x1 M8x1 24,5

XAH 08 LL 04 LL PN 100 8 4 M12x1 M8x1 24,5

o w XAH 08 LL 06 LL PN 100 8 6 M12x1 M10x1 17,5
XAH NW 04 LL 04 L/LL PN 100 6 4 M12x1.5 M8x1 24,5

XAHNW 06 LL 04 L/LL PN 100 8 4 M14x1.5 M8x1 24,5

5 g . XAH NW 08 LL 04 L/LL PN 100 10 4 M16x1.5 M8x1 24,5
G‘T j%z XAHNW 10 LL 04 L/LL PN 100 12 4 M18x1.5 M8x1 245
l @% \Zi XAH NW 06 L 04 L PN 315 8 6 M14x1.5 M12x1.5 26,5
XAH NW 08 L 04 L PN 315 10 6 M16x1.5 M12x1.5 27,0

e XAHNW 08 L 06 L PN 315 10 8 M16x1.5 M14x1.5 27,5
XAHNW 10 L 04 L PN 315 12 6 M18x1.5 M12x1.5 28,0

XAHNW 10 L 06 L PN 315 12 8 M18x1.5 M14x1.5 29,0

XAHNW 10 L 08 L PN 315 12 10 M18x1.5 M16x1.5 30,0

XAHNW 10 L L PN 315 12 12 M18x1.5 M18x1.5 31,0

XAHNW10L 13 L PN 315 12 15 M18x1.5 M22x1.5 32,0

XAHNW 13 L 04 L PN 315 15 6 M22x1.5 M12x1.5 29,0

XAHNW 13 L 06 L PN 315 15 8 M22x1.5 M14x1.5 29,0

XAHNW 13 L 08 L PN 315 15 10 M22x1.5 M16x1.5 30,0

XAHNW13L 10 L PN 315 15 12 M22x1.5 M18x1.5 31,0

XAHNW 13 L L PN 315 15 15 M22x1.5 M22x1.5 32,0

XAHNW 16 L 04 L PN 315 18 6 M26x1.5 M12x1.5 30,0

XAHNW 16 L 06 L PN 315 18 8 M26x 1.5 M14x1.5 31,0

XAHNW 16 L 08 L PN 315 18 10 M26x1.5 M16x1.5 320

XAHNW 16 L 10 L PN 315 18 12 M26x 1.5 M18x 1.5 330

XAHNW 16 L 13 L PN 315 18 15 M26x 1.5 M22x1.5 32,5

XAH NW 20 L 04 L PN 160 22 6 M30x2 M12x1.5 320

XAH NW 20 L 06 L PN 160 22 8 M30x2 M14x1.5 33,0

XAHNW 20 L 08 L PN 160 22 10 M30x2 M16x1.5 350

XAHNW20L 10 L PN 160 22 12 M30x2 M18x 1.5 350

XAHNW20L 13 L PN 160 22 15 M30x2 M22x1.5 36,0

XAHNW20L 16 L PN 160 22 18 M30x2 M26x 1.5 36,5

XAH NW 25 L 04 L PN 160 28 6 M36x2 M12x1.5 34,0

XAHNW 25 L 06 L PN 160 28 8 M36x2 M14x1.5 34,0

XAHNW 25 L 08 L PN 160 28 10 M36x2 M16x1.5 350

XAHNW 25L 10 L PN 160 28 12 M36x2 M18x 1.5 36,0

XAHNW25L 13 L PN 160 28 15 M36x2 M22x1.5 37,0

XAHNW 25L 16 L PN 160 28 18 M36x2 M26x1.5 37,5

XAHNW 25 L 20 L PN 160 28 22 M36x2 M30x2 39,5

HANSAFFLEX

Series: LL =Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings



XAH (Continuation)

HANSAFFLEX

Reducing fittin

Identification Series

XAHNW 32 L 04
XAHNW 32 L 06
XAHNW 32 L 08
XAHNW32L10
XAHNW32L 13
XAHNW32L 16
XAHNW 32120
XAHNW 32 L 25
XAH NW 40 L 04
XAHNW 40 L 06
XAHNW 40L 08
XAHNW40L 10
XAHNW40L13
XAHNW40L 16
XAHNW 40 L 20
XAHNW 40 L 25
XAHNW 40 L 32 L
XAHNW13L10S L/s
XAHNW 16 L 135S L/S
XAHNW20L13S L/s
XAHNW20L16S L/S
XAHNW25L13S L/s
XAHNW 25L120S L/s
XAHNW 04 S 03 S
XAHNW 06 S 03
XAHNW 06 S 04
XAHNW 08 S 03
XAHNW 08 S 04
XAHNW 08 S 06
XAHNW 10503
XAHNW 10 S 04
XAHNW 10 S 06
XAHNW 10508
XAHNW 13503
XAHNW 13 S04
XAHNW 13 S 06
XAHNW 13508
XAHNW 13510
XAHNW 16 S 03
XAHNW 16 S 04
XAHNW 16 S 06
XAHNW 16 S 08
XAHNW 16 S 10
XAHNW 16513
XAHNW 20503

[t el el el el el el el el el el e el el

NULLLLLLLLLLLLLLLLKLOKLOKL®n

w

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

9

Working pressure bar

PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 315
PN 315
PN 315
PN 315
PN 250
PN 250
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400

25

?d2

® O3 ®O® o

N O

G1

M45x2
M 45 x 2
M45x2
M45x2
M45x2
M45x2
M45x 2
M45x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M22x1.5
M26x1.5
M30x2
M30x2
M36x2
M36x2
M16x1.5
M18x1.5
M18x1.5
M20x1.5
M20x1.5
M20x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M36x2

G2

M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x2
M22x1.5
M24x1.5
M24x1.5
M30x2
M24x1.5
M36x2
M14x1.5
M14x15
M16x1.5
M14x1.5
M16x1.5
M18x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M14x15

L2
mm
40,0
40,0
41,0
42,0
43,0
42,0
45,5
46,5
42,5
42,5
42,0
43,0
45,0
44,0
46,0
47,5
47,5
31,0
31,5
34,5
34,5
36,5
38,5
30,0
320
34,0
320
34,0
335
35,0
37,0
36,5
38,5
35,0
37,0
36,5
38,5
40,0
42,0
42,0
42,5
43,5
45,0
44,5
44,0




XAH (Continuation)

HANSAFFLEX

Identification

XAHNW 20 S 04
XAHNW 20 S 06
XAHNW 20508
XAHNW 20510
XAHNW 20513
XAHNW20S 16
XAHNW 255 03
XAHNW 25 S 04
XAH NW 25 S 06
XAHNW 25508
XAHNW 25510
XAHNW 25513
XAHNW 25516
XAHNW 255 20
XAHNW 32503
XAHNW 32 S 04
XAHNW 32 S 06
XAHNW 32508
XAHNW 32510
XAHNW 32513
XAHNW 325 16
XAHNW 325520
XAHNW 32S 25
XAHNW 13S13L
XAHNW 13S16L
XAHNW 16S13 L
XAHNW 16 S16 L
XAHNW20S 16 L
XAHNW 20S20L
XAHNW 255 25L

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Reducing fitting

Series

VLN LLLLLLLLLLLLLLLLLLKNOKLOnOnOn

w

S/L
S/L
S/L
S/L
S/L
S/L
S/L

Working pressure bar

PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

2d1

30

?d2

28

G1

M36x2
M36x 2
M36x2
M36x2
M36x2
M36x2
M42x2
M42x2
M42x2
M42x2
M42x2
M42x2
M42x2
M42x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M24x1.5
M24x1.5
M30x2
M30x2
M36x 2
M36x2
M42x2

G2

M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M22x1.5
M26x1.5
M22x1.5
M26x1.5
M26x 1.5
M30x2
M36x2

L2
mm
44,0
43,5
45,5
47,0
47,5
48,5
52,0
52,0
51,5
51,5
50,0

48,5
50,5

41

41

S1

46
46
46
46
46
46
50
50
50
50
50
50
50
50
60
60
60
60
60
60
60
60
60
30
30
36
36
46
46
50
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XAOH

HANSAFFLEX

Standard: DIN 2353
Material: Steel

Product versions: XAOH VA, Reducing fitting, Socket (without union nut and cutting ring)
AOH, Reducing fitting, Socket with union nut and cutting ring

2d1

Identification

XAOH NW 04 LL 04
XAOH NW 04 L
XAOH NW 04 L 06
XAOH NW 04 L 08
XAOHNW 04 L 10
XAOHNW 04 L 13
XAOH NW 06 L 04
XAOH NW 06 L
XAOH NW 06 L 08
XAOHNWO06 L 10
XAOHNW 06 L 13
XAOH NW 08 L 04
XAOH NW 08 L 06
XAOH NW 08 L
XAOHNW 08 L 10
XAOHNW 08 L 13
XAOHNWO08L 16
XAOH NW 10 L 04
XAOH NW 10 L 06
XAOHNW 10 L 08
XAOHNW 10 L
XAOHNW 10L 13
XAOHNW 10L 16
XAOH NW 13 L 04
XAOHNW 13 L 06
XAOHNW 13 L 08
XAOHNW 13L 10
XAOHNW 13 L
XAOHNW 13L 16
XAOHNW 13 L 20
XAOHNW 16 L 04
XAOHNW 16 L 06
XAOHNW 16 L 08
XAOHNW 16 L 10
XAOHNW 16 L 13
XAOHNW 16 L
XAOHNW 16 L 20
XAOHNW 16 L 25

Series

L/LL

L

(o el el el el e el e el e el e el el el el el el et el st st sl ol el el el el el sl el sl el

Reducing fitting
Connection 1: metric nut thread
Connection 2: metric cylindrical outer thread
Design: Reducing fitting

Working pressure bar

PN 100
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160

3
3

[e-he e Re TN e Ne We e Mo Nio)}

@d2

G1

M12x1.5
M12x1.5
M12x1.5
M12x1.5
M12x1.5
M12x1.5
M14x1.5
M14x1.5
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M26x1.5
M26x 1.5
M26x1.5
M26x1.5
M26x1.5
M26x1.5
M26x1.5
M26x1.5

Sealing form 1: 24° outer cone with O-ring
Sealing form 2: 24° inner cone
Construction: straight
Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G2

M8x1
M12x1.5
M14x15
M16x1.5
M18x1.5
M22x15
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

L2

24,5
27,5
24,5
255
255
27,5
24,5
37,0
26,0
27,0
28,0
25,0
25,0
37,0
28,0
29,0
33,0
26,5
26,5
27,5
37,0
29,0
29,5
285
28,5
29,5
29,5
37,0
31,5
335
29,5
29,5
30,5
30,5
31,5
36,0
33,0
34,0

OR

40x15
40x15
40x15
40x15
40x15
40x1.5
6.0x 1.5
6.0x15
6.0x 1.5
6.0x 15
4.0x1.5
75x1.5
75x15
75x1.5
75x15
75x15
75x15
9.0x1.5
9.0x 1.5
9.0x1.5
9.0x 1.5
9.0x 1.5
9.0x 1.5
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
120x2.0
120x2.0
12.0x2.0
15.0x2.0
15.0x2.0
15.0x2.0
15.0x2.0
15.0x2.0
15.0x2.0
15.0x2.0
15.0x2.0
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XAOH (Continuation)

HANSAFFLEX

Identification

XAOH NW 20 L 04
XAOH NW 20 L 06
XAOH NW 20 L 08
XAOHNW 20L 10
XAOHNW20L 13
XAOHNW 20L 16
XAOHNW 20 L
XAOH NW 20 L 25
XAOHNW 20 L 32
XAOH NW 25 L 04
XAOH NW 25 L 06
XAOH NW 25 L 08
XAOHNW 25L 10
XAOHNW 25L 13
XAOHNW 25L 16
XAOH NW 25 L 20
XAOH NW 25 L
XAOH NW 25 L 32
XAOH NW 25 L 40
XAOH NW 32 L 04
XAOH NW 32 L 06
XAOH NW 32 L 08
XAOHNW 32L 10
XAOHNW32L 13
XAOHNW 32L 16
XAOHNW 32L 20
XAOH NW 32L 25
XAOHNW 32 L
XAOH NW 32 L 40
XAOH NW 40 L 04
XAOH NW 40 L 06
XAOH NW 40 L 08
XAOHNW40L 10
XAOHNW40L 13
XAOHNW40L 16
XAOH NW 40 L 20
XAOH NW 40 L 25
XAOH NW 40 L 32
XAOH NW 40 L
XAOHNW04L03S
XAOHNW 04 L04S
XAOHNW 04 L 06 S
XAOHNW04L08S
XAOH NW 06 L 04 S
XAOHNW 06 L 06 S

Reducing fitting

Series

rr—r—r O CCCCCCCCCFCFCECCFCECCFECFCFEFCFEFCCECCFCECECECCCEC -

r—
<
(v

L/s
L/s
L/s
L/s
L/s

Working pressure bar

PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315

2d1

@d2

10
12
8

10

G1

M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M36x2
M36x2
M36x2
M36x2
M36x2
M36x2
M36x 2
M45x2
M 45 x 2
M45x2
M45x2
M45x2
M45x2
M45x2
M45x2
M45x 2
M45x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M12x1.5
M12x1.5
M12x1.5
M12x1.5
M14x1.5
M14x1.5

G2

M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x 2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x2
M52x2
M12x1.5
M14x1.5
M16x1.5
M18x 1.5
M22x1.5
M26x1.5
M30x2
M36x2
M 45 x 2
M52x2
M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M16x1.5
M18x1.5

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

L2
mm
320
320
33,0
330
34,0
335
42,5
38,0
39,0
34,0
34,0

44,0
43,0
42,0
29,5
29,5
29,0
31,0
30,0
29,5

OR

20.0x 2.0
20.0x 2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x20
26.0x2.0
26.0x2.0
320x25
320x25
320x25
32.0x2.5
32.0x25
32.0x2.5
32.0x2.5
32.0x2.5
32.0x25
32.0x2.5
38.0x25
38.0x2.5
38.0x25
38.0x25
38.0x25
38.0x2.5
38.0x2.5
38.0x2.5
38.0x25
38.0x2.5
40x15
40x15
40x15
40x15
6.0x 1.5
6.0x1.5
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XAOH (Continuation)

HANSAFFLEX

Identification

XAOHNW 06 L 08 S
XAOHNW 08 L06S
XAOHNW 08 L 08 S
XAOHNWO8L10S
XAOHNWO08L13S
XAOHNW 10L04S
XAOHNW 10L06 S
XAOHNW10L08 S
XAOHNW10L10S
XAOHNW 10L 135S
XAOHNW10L 16 S
XAOHNW 13L 135S
XAOHNW 13L16S
XAOHNW 16 L 135S
XAOHNW 16L 16 S
XAOHNW 16L20S
XAOHNW20L13S
XAOHNW20L16S
XAOHNW20L20S
XAOHNW20L25S
XAOHNW25L 135S
XAOHNW25L20S
XAOHNW 25L25S
XAOHNW 251325
XAOHNW32L20S
XAOHNW32L255S
XAOHNW32L32S
XAOHNW40L25S
XAOHNW40L32S
XAOHNW 03 S
XAOH NW 03 S 04
XAOH NW 03 S 06
XAOH NW 04 S 03
XAOH NW 04 S
XAOH NW 04 S 06
XAOH NW 04 S 08
XAOHNW 04 S 13
XAOH NW 06 S 03
XAOH NW 06 S 04
XAOHNW 06 S
XAOH NW 06 S 08
XAOHNW 06 S 10
XAOHNW 06 S 13
XAOH NW 08 S 03
XAOH NW 08 S 04

Reducing fitting

Series

L/s
L/S
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/s
L/S
L/s
L/s
L/s

LLLLLLLLuLunununnu

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 630
PN 630

2d1

12

G1

M14x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M26x1.5
M26x1.5
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M26x2
M 45 x 2
M45x 2
M45x2
M52x2
M52x2
M14x1.5
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M20x1.5
M20x1.5

G2

M20x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M24x1.5
M30x2
M24x1.5
M30x2
M 36 x2
M24x1.5
M30x2
M36x2
M42x2
M24x2
M36x2
M42x2
M52x2
M36x2
M42x2
M52x2
M42x2
M52x2
M14x1.5
M16x1.5
M18x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M24x1.5
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M14x1.5
M16x1.5

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

L2
mm
31,5
325
325
34,0

45,5
36,0
30,0
29,5
28,0
37,5
30,0
32,0
31,3
29,5
29,5
36,5
325
34,0
335
30,0
30,0

OR

6.0x1.5
75x15
75%x1.5
75%x1.5
75%x1.5
9.0x1.5
9.0x1.5
9.0x1.5
9.0x1.5
9.0x1.5
9.0x1.5
12.0x2.0
12.0x2.0
16.0x 2.0
16.0x 2.0
16.0 x 2.0
20.0x2.0
20.0x2.0
20.0x2.0
20.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
26.0x2.0
320x2.5
32.0x2.5
320x2.5
38.0x25
38.0x2.5
4.0x1.5
40x15
4.0x1.5
6.0x1.5
6.0x1.5
6.0x1.5
6.0x1.5
6.0x1.5
75%x1.5
75x15
75%x1.5
75x15
7.5%x1.5
75%x1.5
9.0x1.5
9.0x1.5




XAOH (Continuation)

HANSAFFLEX

Identification

XAOH NW 08 S 06
XAOH NW 08 S

XAOHNW 08 S 10
XAOHNW 085S 13
XAOHNW 08S 16
XAOHNW 10S 03
XAOHNW 10 S 04
XAOHNW 10S 06
XAOHNW 10S 08
XAOHNW 10 S

XAOHNW 10513
XAOHNW 10S 16
XAOH NW 13 S 03
XAOHNW 13 S 04
XAOH NW 13 S 06
XAOHNW 13 S 08
XAOHNW 13510
XAOHNW 13 S

XAOHNW 135 16
XAOHNW 13 S 20
XAOHNW 16 S 03
XAOH NW 16 S 04
XAOHNW 16 S 06
XAOH NW 16 S 08
XAOHNW 16 S 10
XAOHNW 16 S 13
XAOHNW 16 S

XAOHNW 16 S 20
XAOHNW 16 S 25
XAOHNW 16 S 32
XAOH NW 20 S 03
XAOH NW 20 S 04
XAOH NW 20 S 06
XAOH NW 20 S 08
XAOHNW 205 10
XAOHNW 20513
XAOHNW 20S 16
XAOH NW 20 S

XAOH NW 20 S 25
XAOH NW 20 S 32
XAOH NW 25 S 03
XAOH NW 25 S 04
XAOH NW 25 S 06
XAOH NW 25 S 08
XAOHNW 25510

Reducing fitting

Series

VLU LNLLLLLLLLNLLLLLLLLLLLLNLLNLLNLOLLLHLLOLLHLLLLLLLLKLOKOKnON

Working pressure bar

PN 630
PN 630
PN 630
PN 400
PN 400
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 315
PN 400
PN 400
PN 400
PN 400
PN 400

30

G1

M20x1.5
M20x1.5
M20x1.5
M20x1.5
M20x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M22x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M24x1.5
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2
M36x2
M36x2
M 36 x2
M36x2
M36x2
M36x2
M42x2
M36x2
M42x2
M42x2
M42x2
M42x2
M42x2

G2

M18x1.5
M20x1.5
M22x1.5
M24x15
M30x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M30x2
M14x15
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2
M14x1.5
M16x 1.5
M18x1.5
M20x1.5
M22x1.5
M24x15
M30x2
M36x2
M35x2
M52x2
M14x1.5
M16x1.5
M18x2
M20x2
M22x1.5

Series: LL = Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

L2
mm
30,5
325
34,0
335

45,0
4,5
41,5
41,5
41,0

45,5
45,0

OR

9.0x 1.5
9.0x 15
9.0x1.5
9.0x1.5
9.0x1.5
10.0x 2.0
10.0x2.0
10.0x2.0
10.0x2.0
10.0x2.0
10.0x2.0
10.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
12.0x2.0
16.3x2.4
16.3x2.4
163x24
16.3x24
163x24
16.3x24
16.3x24
16.3x24
163x24
16.3x24
203x24
203x24
20.3x24
203x24
203x24
203x24
203x24
203x24
203x24
203x24
253x24
253x24
253x24
253x24
253x24
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XAOH (Continuation)

HANSAFFLEX

Identification

XAOHNW 25513
XAOHNW 255 16
XAOH NW 25 S 20
XAOH NW 25 S
XAOH NW 25 S 32
XAOH NW 32503
XAOH NW 32 S 04
XAOH NW 32 S 06
XAOHNW 32 S 08
XAOHNW 32510
XAOHNW 32513
XAOHNW 325 16
XAOH NW 325 20
XAOHNW 32525
XAOHNW 32S
XAOHNW 03 S04 L
XAOH NW 03 S 06 L
XAOH NW 04 S 04 L
XAOH NW 04 S 06 L
XAOH NW 04 S 08 L
XAOHNW 04S10L
XAOH NW 06 S 06 L
XAOH NW 06 S 08 L
XAOHNW06S 10L
XAOHNWO06S 13 L
XAOH NW 08 S 06 L
XAOH NW 08 S 08 L
XAOHNW08S10L
XAOHNW08S 13 L
XAOHNWO08S 16 L
XAOHNW 10S10L
XAOHNW10S13 L
XAOHNW 10S16L
XAOHNW 13S13L
XAOHNW 13S16L
XAOHNW 13S20L
XAOHNW 16S 13 L
XAOHNW 16S 16 L
XAOHNW 16 S20 L
XAOHNW 16S25L
XAOHNW20S13L
XAOHNW20S 16 L
XAOHNW 20520 L
XAOHNW20S25L
XAOHNW20S32L

Reducing fitting

Series

LVLLLLLLLOLLOLLnunnunn

Working pressure bar

PN 400
PN 400
PN 400
PN 400
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 315
PN 315
PN 160
PN 160
PN 315
PN 315
PN 160
PN 160
PN 160

2d1

25
25
25
25

B5)

G1

M42x2
M42x2
M42x2
M42x2
M42x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M52x2
M14x1.5
M14x1.5
M16x1.5
M16x1.5
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M18x1.5
M18x1.5
M20x1.5
M20x1.5
M20x1.5
M20x1.5
M20x1.5
M22x1.5
M22x1.5
M22x1.5
M24x1.5
M24x1.5
M24x1.5
M30x2
M30x2
M30x2
M30x2
M36x2
M36x2
M 36 x 2
M36x2
M36x2

G2

M24x1.5
M30x2
M36x2
M42x2
M52x2

M14x15

M16x1.5

M18x1.5

M20x1.5

M22x1.5

M24x1.5
M30x2
M36x2
M42x2
M52x2

M12x1.5

M14x1.5

M12x1.5

M14x1.5

M16x1.5

M18x1.5

M14x1.5

M16x1.5

M18x1.5

M22x1.5

M14x1.5

M16x1.5

M18x1.5

M22x1.5

M26x1.5

M18x1.5

M22x1.5

M26x1.5

M22x1.5

M26x1.5
M30x2

M22x1.5

M26x1.5
M30x2
M36x2

M22x1.5

M26x1.5
M30x2
M36x2
M45x2

Series: LL=Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Reducing fittings

L2
mm
46,5
46,5
47,0
53,5
56,5
47,5
47,5
47,0
50,0
48,5
51,0
51,0
51,5
52,0
57,0
24,5
23,5
24,0
24,5
36,0
27,5
26,0
27,0
27,5
29,0
27,0
29,5
29,5
30,5
34,0
30,5
42,5
35,0
32,5
33,0
35,0
38,0
35,5
38,0
39,0
40,5
38,0
42,0
42,0
42,0

OR

253x24
253x24
253x24
253x24
253x24
333x24
333x24
333x24
333x24
333x24
333x24
333x24
333x24
333x24
333x24
40x15
4.0x1.5
6.0x 1.5
6.0x15
6.0x1.5
6.0x15
7.5x1.5
75%x1.5
75%x1.5
75%x1.5
9.0x1.5
9.0x1.5
9.0x1.5
9.0x1.5
9.0x1.5
10.0x 2.0
10.0x2.0
10.0x 2.0
12.0x2.0
12.0x2.0
120x2.0
16.3x24
16.3x24
16.3x24
163x24
20.3x24
203x24
203x24
203x24
203x24

.59




XAOH (Continuation)
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Identification

XAOHNW 25S20L
XAOHNW 25S25L
XAOHNW 25S32L
XAOHNW 25S540L
XAOHNW32S25L
XAOHNW32S32L
XAOHNW 32540L

Reducing fitting

Series

S/L
S/L
S/L
S/L
S/L
S/L
S/L

Working pressure bar

PN 160
PN 160
PN 160
PN 160
PN 160
PN 160
PN 160

2d1

@d2
mm
22
28
35
42
28
85
42

G1

M42x2
M42x2
M42x2
M42x2
M52x2
M52x2
M52x2

G2

M30x2
M36x2
M45x2
M52x2
M36x2
M45x2
M52x2

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d1 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread
Design: Bulkhead socket weld fitting

Standard: DIN 2353
Material: Steel

Product versions: XSE VA, Bulkhead socket weld fitting, Stainless steel

Bulkhead socket weld fitting

SE, Bulkhead socket weld fitting, Steel

Identification

XSENW 04 HL
XSE NW 06 HL
XSE NW 08 HL
XSENW 10 HL
XSENW 13 HL
XSENW 16 HL
XSE NW 20 HL
XSENW 25 HL
XSENW 32 HL
XSE NW 40 HL
XSENW 03 HS
XSE NW 04 HS
XSENW 06 HS
XSENW 08 HS
XSENW 10 HS
XSENW 13 HS
XSENW 16 HS
XSENW 20 HS
XSENW 25 HS
XSENW 32 HS

Series

nuuuLuLuLuLuLuLurErrECrCECEECE e

w

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 315

38

Sealing form 1:24° inner cone
Sealing form 2: 24° inner cone
Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: phosphate treated and oiled (Znphr5f)

2D
mm
18,0
20,0
22,0
25,0
28,0
320
36,0
40,0
50,0
60,0
20,0
220
25,0
28,0
30,0
35,0
38,0
45,0
50,0
60,0

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Bulkhead socket weld fittings

L2
mm
45,0
45,5
45,5
47,0
50,0
48,0
50,5

sw

mm
41
41
46
55

50
55

(Ll

70
70
72
72
84
84
88
88
92
92
74
74
74
74
88
88
92

100
104

S1

50

50
50
60
60
60

OR

253x24
253x24
253x24
253x24
333x24
333x24
333x24
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Bulkhead screw-in fitting

Connection 1: BSP external thread, cylindrical

Connection 2: metric cylindrical outer thread

Design: Bulkhead screw-in fitting

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

Spare parts: WD, Soft seal for ED fittings

Identification Series Working pressure bar
XSVRNW 06 HL ED L PN 315
XSVR NW 06 HL 3/8 ED L PN 315
XSVRNW 06 HL 1/2 ED L PN 315
XSVRNW 08 HL ED L PN 315
XSVRNW 08 HL 1/2 ED L PN 315
XSVRNW 10 HL ED L PN 315
XSVRNW 10 HL 1/2 ED L PN 315
XSVRNW 13 HL ED L PN 250
XSVRNW 13 HL 3/4 ED L PN 250
XSVRNW 16 HL ED L PN 250
XSVRNW 16 HL 3/4 ED L PN 250
XSVRNW 16 HL 1 ED L PN 250
XSVRNW 20 HLED L PN 250
XSVR NW 40 HL ED L PN 250
XSVRNW 08 HS 1/2 ED S PN 400
XSVRNW 13 HS ED S PN 400
XSVRNW 13 HS 3/4 ED S PN 400
XSVRNW 16 HS ED S PN 400
XSVR NW 20 HS 3/4 ED S PN 250
XSVRNW 20 HS ED S PN 250
XSVRNW 25 HS ED S PN 160

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

@d2

30

G1

G1/4"-19
G3/8"-19
G1/2"-14
G1/4"-19
G1/2"-14
G3/8"-19
G1/2"-14
G1/2"-14
G3/4"-14
G1/2"-14
G3/4"-14
G1"-11
G3/4"-14
G1.1/2"-1
G1/2"-14
G1/2"-14
G3/4"-14
G3/4"-14
G3/4"-14
G1"-1
G1.1/4"-1

Sealing form 1: Shape E

Sealing form 2: 24° inner cone

Construction: straight
Material: Steel

G2

M14x15
M14x1.5
M14x15
M16x1.5
M16x1.5
M18x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M26x1.5
M26x1.5
M30x2
M52x2
M20x1.5
M24x1.5
M24x1.5
M30x2
M36x2
M36x2
M42x2

@d3
mm
18,9
219
26,9
189
26,9
21,9
26,9
26,9
31,9
26,9
31,9
39,9
31,9
54,9
26,9
26,9
31,9
31,9
31,9
399
49,9

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Bulkhead screw-in fittings

L1
mm
53,0
54,5
58,0
55,0
59,0
56,5

L2
mm
27,0
27,0
27,0
28,0
27,0
29,0
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Bulkhead fitting

Connection 1 + 2: metric cylindrical outer thread

Design: Bulkhead fitting

Standard: DIN 2353

Material: Steel

Product versions: XSV VA, Bulkhead fitting, Stainless steel
SV, Bulkhead fitting, Steel

Identification Series

XSV NW 04 HL
XSV NW 06 HL
XSV NW 08 HL
XSV NW 10 HL
XSV NW 13 HL
XSV NW 16 HL
XSV NW 20 HL
XSV NW 25 HL
XSV NW 32 HL
XSV NW 40 HL
XSV NW 03 HS
XSV NW 04 HS
XSV NW 06 HS
XSV NW 08 HS
XSV NW 10 HS
XSV NW 13 HS
XSV NW 16 HS
XSV NW 20 HS
XSV NW 25 HS
XSV NW 32 HS

nununuLuLuLuLvLuLLuurCFCCrCCECC

(%]

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 315

@d2

38

Sealing form 1 + 2: 24° inner cone

Construction: straight

Included in scope of supply: Socket (without union nut and cutting ring)

Surface protection: electro galvanised

G1

M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x 2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

L2
mm
27,0
27,0
28,0
29,0
31,0
32,5

30,5
32,0
15
335
35,0
37,5
37,0

Series: LL =Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Bulkhead fittings

L4
mm
7,0

10,0
10,0
12,0
13,5

S1

17
19
22
24
30
36
41
46
55
65
19
22
24
27
30
32
41
46
50
65

62
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Rotary fitting, ball bearing

Connection 1: BSP external thread, cylindrical
Connection 2: BSP cylindrical internal threads
Design: Rotary fitting

Construction: straight

Temperature max.: 95 °C

Material: Steel

Identification Working pressure bar ad
mm

DGHB 10 IR PN 300 8

DGHB 13 IR PN 300 10

For technical reasons, a minimum working pressure of 10 bar is required.

Rotary fitting, friction bearing

Connection 1: BSP external thread, cylindrical
Connection 2: metric cylindrical outer thread
Design: Rotary fitting (screw-in connector)
Construction: straight

Material: Steel

Identification Series Working pressure bar @d2
mm
GVR NW 04 HL 1/4 L PN 40 6
GVR NW 06 HL L PN 40 8
GVR NW 08 HL 3/8 L PN 40 10
GVRNW 10 HL 1/2 L PN 40 12
GVRNW 13 HL 3/4 L PN 40 15
GVRNW 16 HL 1 L PN 40 18
GVRNW 20 HL 1 L PN 40 22
GVRNW 25 HL 11/4 L PN 40 28
GVRNW 32 HL11/2 L PN 40 35
GVR NW 03 HS S PN 100 6
GVRNW 04 HS S PN 100 8
GVRNW 06 HS S PN 100 10
GVRNW 08 HS 1/2 S PN 100 12
GVRNW 13 HS 3/4 S PN 100 16
GVRNW 16 HS 1 S PN 100 20
GVRNW 20 HS S PN 100 25

G1

G1/4"-19
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G1"-1
G1"-1
G1.1/4"-1
G1.1/2"-1
G1/4"-19
G1/4"-19
G3/8"-19
G1/2"-14
G3/4"-14
G1"-1
G1"-1

Sealing form 1: 60° inner cone + shape E
Sealing form 2: Shape A

Supplementary design information: Ball guided
Temperature min.:-30 °C

Media: Oil

Surface protection: electro galvanised

G1+G2 Ll il
mm

G3/8"-19 89,5 24

G1/2"-14 89,5 27

Sealing form 1: Shape E

Sealing form 2: 24° inner cone

Supplementary design information: Friction bearing

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

i @d3 L1 L2 L3 swW
mm mm mm mm mm mm
12 19 40 21,0 18,0 19
12 19 40 21,0 18,0 19
12 22 40 25,0 18,0 24
14 27 42 27,0 21,0 27
16 32 47 320 24,0 32
18 40 51 35,0 27,5 41
18 40 55 39,5 27,5 41
20 40 57 40,5 31,0 50
22 55 66 44,5 350 55
12 19 38 23,0 18,0 19
12 19 39 24,0 18,0 19
12 22 43 26,5 18,0 24
14 27 45 28,5 21,0 27
16 32 52 35 24,0 B2
18 40 60 38,0 27,5 41
18 40 65 40,5 27,5 a1

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Rotary fittings

S2

24
32
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Rotary fitting, friction bearing

Identification Series Working pressure bar @d2 G1 i @d3 L1 L2 (L= sw S1
mm mm mm mm mm mm mm

GVRNW 25 HS 11/4 S PN 100 30 G1.1/4"-1 20 50 68 41,5 31,0 50 46

GVRNW 32 HS 11/2 S PN 100 38 G1.1/2"-1 22 55 78 47,0 350 55 55

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Rotary fitting, ball bearing

Connection 1: BSP external thread, cylindrical Sealing form 1: Shape E

Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone

Design: Rotary fitting (screw-in connector) Supplementary design information: Ball bearing

Construction: straight Included in scope of supply: Socket with union nut and cutting ring

Material: Steel Surface protection: electro galvanised

Identification Series Working pressure bar @d2 G1 G2 i @d3 L1 L2 S1 S2
mm mm mm mm mm

DGR NW 03 HS S PN 250 6 G1/4"-19 M14x1.5 12 19 49 42,0 22 17

DGR NW 04 HS S PN 250 8 G1/4"-19 M16x1.5 12 19 49 42,0 22 17

DGR NW 08 HS S PN 250 12 G3/8"-19 M20x1.5 12 22 60 52,5 30 24

DGR NW 13 HS S PN 250 16 G1/2"-14 M24x1.5 14 27 60 54,5 30 27

DGR NW 16 HS S PN 250 20 G3/4"-14 M30x2 16 32 76 65,5 41 36

DGR NW 20 HS S PN 250 25 G1"-1 M36x2 18 40 78 66,0 41 41

DGR NW 25 HS S PN 250 30 G1.1/4"-11 M42x2 20 50 89 75,5 60 46

DGR NW 32 HS S PN 250 38 G1.1/2"-11 M52x2 22 55 92 76,0 60 55

Series: LL=Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Rotary fittings

S2

50
60

53

17
19
24
30
36
46
50
60

64
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Design: Rotary fitting (screw-in connector)

Construction: straight
Material: Steel

Identification

DGR NW 04 HL
DGRNW 04 HL 1/4
DGR NW 06 HL
DGR NW 08 HL
DGR NW 08 HL 3/8
DGRNW 10 HL 1/2
DGRNW 13 HL
DGRNW 13 HL 3/4
DGR NW 16 HL
DGR NW 16 HL 3/4
DGR NW 20 HL 1/2
DGR NW 20 HL
DGRNW 20 HL 1
DGRNW 03 HS H
DGRNW 04 HS H
DGRNW 06 HS H
DGR NW 08 HS H
DGRNW 08 HS 1/2H
DGRNW 10 HS H
DGRNW 13 HS H
DGRNW 16 HS H
DGRNW 16 HS 1 H
DGRNW 20 HS 3/4H
DGRNW 20 HS H

Series: LL = Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

*1) upon request

Rotary fitting, ball bearing

Connection 1: BSP external thread, cylindrical
Connection 2: metric cylindrical outer thread

Series

NnLLLLLLLLLULUFECFECFECFCFCFCFCFCCFCE

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
*1
PN 315
*1
*1
PN 160
*1
PN 500
PN 500
PN 500
PN 500
PN 500
PN 500
PN 400
PN 400
PN 400
PN 400
PN 400

@d2

25
25

G1

G1/8"-28
G1/4"-19
G 1/4"-19
G1/4"-19
G3/8"-19
G1/2"-14
G1/2"-14
G3/4"-14
G1/2"-14
G3/4"-14
G1/2"-14
G3/4"-14
G1"-1

G1/4"-19
G1/4"-19
G3/8"-19
G3/8"-19
G1/2"-14
G1/2"-14
G1/2"-14
G3/4"-14
G1"-1

G3/4"-14
G1"-1

Sealing form 1: Shape E

Sealing form 2: 24° inner cone

Supplementary design information: Ball bearing
Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G2

M12x1.5
M12x1.5
M14x1.5
M16x1.5
M16x1.5
M18x1.5
M22x1.5
M22x1.5
M26x1.5
M26x1.5
M30x2
M30x2
M30x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M30x2
M36x2
M36x2

i
mm

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Rotary fittings

@d3

L1
mm
40,5
40,0
40,0
41,0
50,0
50,0
51,0
*1
51,5
*1
*1
66,0
*1
42,0
42,0
42,0
52,5
53,0
52,0

L2
mm
7,0
7,0
7,0
7,0
7,0
7,0
7,0
*1
7,5
*1
*1
7,5
*1
7,0
7,0
7,5
7,5
7,2
8,0
85
10,5
10,5
12,0
12,0




DG

DGH

E
A )Y
HANSAFFLEX

Rotary fitting, ball bearing

Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread
Design: Rotary fitting

Construction: straight

Material: Steel

Identification Series Working pressure bar
DG NW 03 HS S PN 250
DG NW 04 HS S PN 250
DG NW 08 HS S PN 250
DG NW 13 HS S PN 250
DG NW 16 HS S PN 250
DG NW 20 HS S PN 250
DG NW 25 HS S PN 250
DG NW 32 HS S PN 250

?d2
mm
6
8
12
16
20
25
30
38

Sealing form 1:24° inner cone

Sealing form 2: 24° inner cone

Supplementary design information: Ball bearing

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G1 L1 L2 sw S1
mm mm mm

M14x1.5 61 47 22 17
M16x1.5 61 47 22 17
M20x1.5 72 57 30 24
M24x1.5 74 57 30 27
M30x2 92 71 41 36
M36x2 96 72 41 4
M42x2 109 82 60 46
M52x2 114 82 60 55

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Rotary fitting, ball bearing

Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread
Design: Rotary fitting

Construction: straight

Material: Steel

Identification Series Working pressure bar
DG NW 04 HL L PN 315
DG NW 06 HL L PN 315
DG NW 08 HL L PN 315
DG NW 10 HL L PN 315
DG NW 13 HL L PN 315
DG NW 16 HL L PN 315
DG NW 20 HL L PN 160
DG NW 25 HL L PN 160
DG NW 32 HL L PN 160
DG NW 03 HS H S PN 500
DG NW 04 HS H S PN 500
DG NW 06 HS H S PN 500
DG NW 08 HS H S PN 500
DG NW 10 HS H S PN 500
DG NW 13 HS H S PN 400
DG NW 16 HS H S PN 400

@d2

Sealing form 1:24° inner cone

Sealing form 2: 24° inner cone

Supplementary design information: Ball bearing

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

G1 L1 L2 L3 SwW
mm mm mm mm
M12x1.5 57,0 43,0 37,0 22
M14x1.5 57,0 43,0 37,0 22
M16x1.5 68,0 54,0 46,0 30
M18x1.5 68,0 54,0 46,0 30
M22x1.5 70,0 56,0 46,0 30
M26x1.5 80,5 65,5 56,5 M
M30x2 84,5 69,5 56,5 41
M36x2 96,5 81,5 68,5 60
M45x2 100,5 79,5 68,5 60
M14x1.5 61,0 47,0 37,0 22
M16x1.5 61,0 47,0 37,0 22
M18x1.5 61,0 55,0 37,0 30
M20x1.5 72,0 57,0 48,0 30
M22x1.5 73,0 57,0 45,0 30
M24x1.5 74,0 57,0 46,0 30
M30x2 92,0 71,0 60,0 M

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / straight / Rotary fittings

S2

17
19
24
30
36
46
50
60
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Rotary fitting, ball bearing

Identification Series Working pressure bar @d2
mm
DG NW 20 HSH S PN 400 25
DGNW 25 HS H S PN 400 30
DGNW 32 HSH S PN 315 38

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Rotary fitting, ball bearing

Connection 1: metric cylindrical outer thread
Connection 2: metric cylindrical outer thread
Design: Rotary fitting (bulkhead connector)
Construction: straight

Material: Steel

HANSAFFLEX

Identification Series Working pressure bar ?d2

mm
DGS NW 03 HS S PN 250 6 M14x1.5
DGS NW 04 HS S PN 250 8 M16x 1.5
DGS NW 08 HS S PN 250 12 M20x 1.5
DGS NW 13 HS S PN 250 16 M24x1.5
DGS NW 16 HS S PN 250 20 M30x2
DGS NW 20 HS S PN 250 25 M36x2
DGS NW 25 HS S PN 250 30 M42x2
DGS NW 32 HS S PN 250 38 M52x2

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / straight / Rotary fittings

G1

M36x2
M42x2
M52x2

L1

mm
23
23
23
26
39
42
a4
47

L2
mm
49
49
60
60
76
78
89
92

L1
mm
98,0

109,0
114,0

Sealing form 1:24° inner cone
Sealing form 2: 24° inner cone
Supplementary design information: Ball bearing

Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

155
mm
16,0
16,0
15,5
17,5
28,5
30,0
30,5
31,0

L2
mm
720
82,0
82,0

L4
mm
42,0
42,0
52,5
51,5
65,5
66,0
75,5
76,0

L5
mm
5,0
50
50

50
15,0
15,0
15,0
15,0

L3
mm
62,0
69,0
70,0

S1

22
22
30
30
41
a1
60
60

sw

mm
41
60
60

S2

17
17
24
27
36
41
46
55

S3

19
22
27
B2
41
46
50
65

S1

36
55
55

sS4

17
19
24
30
36
46
50
60
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Rotary fitting, ball bearing

Connection 1: metric cylindrical outer thread Sealing form 1: 24° inner cone

Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone

Design: Rotary fitting (bulkhead connector) Supplementary design information: Ball bearing

Construction: straight Included in scope of supply: Socket (without union nut and cutting ring)

Material: Steel Surface protection: electro galvanised

Identification Series Working pressure bar @d2 G1 L1 L2 L3 L4 L5 L6 S1
mm mm mm mm mm mm mm

DGS NW 06 HL L PN 315 8 M14x15 40,0 16,0 5 10 37,0 23,0 19

DGS NW 08 HL L PN 315 10 M16x1.5 50,0 16,0 5 11 46,0 23,0 24

DGS NW 10 HL L PN 315 12 M18x1.5 50,0 16,0 5 11 46,0 23,0 24

DGS NW 16 HL L PN 315 18 M26x1.5 61,0 28,0 15 12 56,5 355 36

DGS NW 20 HL L PN 160 22 M30x2 63,0 30,5 15 14 56,5 38,0 36

DGS NW 25 HL L PN 160 28 M36x2 75,0 31,0 15 14 68,5 38,5 55

DGS NW 32 HL L PN 160 35 M45x2 74,0 31,5 15 16 68,5 42,0 55

DGS NW 04 HS H S PN 500 8 M16x1.5 42,0 16,0 5 12 37,0 23,0 19

DGS NW 08 HS H S PN 500 12 M20x1.5 52,5 15,5 5 12 48,0 23,0 24

DGS NW 13 HSH S PN 400 16 M24x1.5 51,5 17,5 5 14 46,0 26,0 24

DGSNW 16 HS H S PN 400 20 M30x2 65,5 28,5 15 16 60,0 39,0 36

DGS NW 20 HSH S PN 400 25 M36x2 66,0 30,0 15 18 60,0 42,0 36

DGS NW 25 HS H S PN 400 30 M42x2 75,5 30,5 15 22 69,0 44,0 55

Series: LL=Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Fitting, angle 45°
Connection 1: metric nut thread Sealing form 1: 24° outer cone with O-ring
Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone
Design: Adjustable direction fitting Construction: Angle 45°
Included in scope of supply: Socket (without union nut and cutting ring) Material: Steel

Surface protection: electro galvanised
Product versions: XVEWO 45 VA, Fitting, angle 45°, Stainless steel
VEWO 45, Fitting, angle 45°, Steel

Identification Series Working pressure bar ?d2 G1+G2 L1 L2 L7 SW S1
mm mm mm mm mm
XVEWO 45 NW 04 HL L PN 315 6 M12x1.5 26,0 9,0 16,0 14 14
XVEWO 45 NW 06 HL L PN 315 8 M14x1.5 27,5 12,0 27,5 14 17
XVEWO 45 NW 08 HL L PN 315 10 M16x1.5 29,0 12,0 19,0 19 19
XVEWO 45 NW 10 HL L PN 315 12 M18x1.5 29,5 14,0 21,0 19 22
XVEWO 45 NW 13 HL L PN 315 15 M22x1.5 32,5 17,0 24,0 22 27
XVEWO 45 NW 16 HL L PN 315 18 M26x 1.5 355 16,5 24,0 27 32
XVEWO 45 NW 20 HL L PN 160 22 M30x2 38,5 18,5 26,0 30 36
XVEWO 45 NW 25 HL L PN 160 28 M36x2 41,5 23,0 30,5 36 41
XVEWO 45 NW 32 HL L PN 160 35 M45x2 51,0 26,5 37,0 50 50
XVEWO 45 NW 40 HL L PN 160 42 M52x2 56,0 26,0 37,0 50 60
XVEWO 45 NW 03 HS S PN 630 6 M14x1.5 27,0 9,0 16,0 14 17
XVEWO 45 NW 04 HS S PN 630 8 M16x1.5 27,5 12,0 19,0 19 19
XVEWO 45 NW 06 HS S PN 630 10 M18x1.5 30,0 13,5 21,0 19 22

Series: LL=Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / Angle 45° / Adjustable direction fittings

S2 S3

22 17
30 22
30 24
41 36

41 41

60 46
60 55

30 27
30 32

41 41

41 46
60 50

OR

40x15
6.0x1.5
75x15
9.0x1.5
12.0x2.0
15.0x2.0
20.0x2.0
26.0x 2.0
320x2.5
38.0x2.5
40x1.5
6.0x1.5
75x1.5
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XVEWO 45 (Continuation)

XWSA

jL/:,;

22

SW

L3

HANSAFFLEX

Identification

XVEWO 45 NW 08 HS
XVEWO 45 NW 13 HS
XVEWO 45 NW 16 HS
XVEWO 45 NW 20 HS
XVEWO 45 NW 25 HS
XVEWO 45 NW 32 HS

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Sealing form 2: 24° inner cone
Construction: Angle 90°

Included in scope of supply: Socket (without union nut and cutting ring)

Fitting, angle 45°

Series

[V WV RV, VL )

Working pressure bar

PN 630
PN 400
PN 400
PN 400
PN 400
PN 315

Welded on fitting, angle 90°

Connection 1: Welded on socket for metric pipe

Surface protection: phosphate treated and oiled (Znphr5f)

Product versions: XWSA VA, Welded on fitting, angle 90°, Stainless steel

WSA, Welded on fitting, angle 90°, Steel

Identification

XWSA NW 04 HL
XWSA NW 06 HL
XWSA NW 08 HL
XWSA NW 10 HL
XWSA NW 13 HL
XWSA NW 16 HL
XWSA NW 20 HL
XWSA NW 25 HL
XWSA NW 32 HL
XWSA NW 40 HL
XWSA NW 03 HS
XWSA NW 04 HS
XWSA NW 06 HS
XWSA NW 08 HS
XWSA NW 10 HS
XWSA NW 13 HS
XWSA NW 16 HS
XWSA NW 20 HS
XWSA NW 25 HS
XWSA NW 32 HS

Series

[V VL RV, RN VL R VL R VA RV, R VAR ol e s s el el el el el

S

Working pressure bar

PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 160
PN 160
PN 160
PN 630
PN 630
PN 630
PN 630
PN 630
PN 400
PN 400
PN 400
PN 400
PN 315

G1+G2

M20x1.5

M24x1.5
M30x2
M36x2
M42x2
M52x2

L1
mm
31,0
36,5
44,5
50,0
55,0
63,0

L2
mm
16,5
15,5
16,0
18,5
235
21,0

L7
mm
24,0
24,0
26,5
30,5
37,0
37,0

Connection 2: metric cylindrical outer thread

Design: Welded on fitting
Standard: 1SO 8434-1

Material: Steel

38

44

12,0

24,5
26,5
30,0
355
41,0

Series: LL=Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Weld-on fittings

sw

mm
19
19
27
36
50
50

S1

24
30
36
46
50
60

OR

9.0x1.5

120x2.0
16.3x24
203x24
253x24
333x24
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XWRK

L7
L4
SW. ‘
P o
1Y
G
HANSAFFLEX

Screw-in fitting, angle 90°

Connection 1: BSP external thread, cylindrical Sealing form 1: Shape B
Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone
Design: Screw-in fitting Construction: Angle 90°
Standard: DIN 2353 Included in scope of supply: Socket (without union nut and cutting ring)
Material: Steel Surface protection: electro galvanised
Product versions: XWR VA, Screw-in fitting, angle 90°, Stainless steel
WR, Screw-in fitting, angle 90°, Steel

Identification Series Working pressure bar @d2 G 2D i L4 L5 L7 sw
mm mm mm mm mm mm mm
XWR NW 20 HL L PN 160 22 G3/4"-14 32 16 27,5 26 35 27
XWRNW 25 HL L PN 160 28 G1"-11 39 18 30,5 30 38 36
XWRNW 32 HL L PN 160 35 G1.1/4"-11 49 20 34,5 34 45 41
XWR NW 40 HL L PN 160 42 G1.1/2"-11 55 22 40,0 39 51 50
XWRNW 16 HS S PN 160 20 G3/4"-14 32 16 26,5 26 32 27
XWR NW 20 HS S PN 160 25 G1"-11 39 18 30,0 30 42 36
XWRNW 25 HS S PN 160 30 G1.1/4"-11 49 20 35,5 34 49 41
XWRNW 32 HS S PN 160 38 G1.1/2"-11 55 22 41,0 39 57 50

Series: LL = Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Screw-in fitting, angle 90°

Connection 1: BSPT conical external threads Sealing form 1: thread seal
Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone
Design: Screw-in fitting Construction: Angle 90°
Standard: DIN 2353 Included in scope of supply: Socket (without union nut and cutting ring)
Material: Steel Surface protection: electro galvanised
Product versions: XWRK VA, Screw-in fitting, angle 90°, Stainless steel
WRK, Screw-in fitting, angle 90°, Steel

Identification Series Working pressure bar @d2 G i L4 L5 L7 Sw
mm mm mm mm mm mm
XWR 04 LL LL PN 100 4 R1/8"K 8 11,0 17,0 15,0 9
XWR 05 LL LL PN 100 5 R1/8"K 8 8,0 17,0 13,5 9
XWR 06 LL LL PN 100 6 R1/8"K 8 9,5 17,0 15,0 9
XWR 08 LL LL PN 100 8 R1/8"K 8 11,5 20,0 17,0 12
XWR 10 LL LL PN 100 10 R1/4"K 12 15,5 26,0 21,0 14
XWR 12 LL LL PN 100 12 R1/4"K 12 12,0 21,5 18,0 17
XWRNW 04 HL L PN 315 6 R1/8"K 8 12,0 20,0 19,0 12
XWRNW 04 HL 1/4 L PN 315 6 R1/4"K 12 14,0 26,0 21,0 12
XWRNW 04 HL 3/8 L PN 315 6 R3/8"K 12 17,0 28,0 24,0 17
XWRNW 06 HL L PN 315 8 R1/4"K 12 14,0 26,0 21,0 12
XWR NW 06 HL 1/8 L PN 315 8 R1/8"K 8 14,0 26,0 21,0 12
XWR NW 06 HL 3/8 L PN 315 8 R3/8"K 12 19,0 28,0 26,0 17
XWR NW 06 HL 1/2 L PN 315 8 R1/2"K 13 20,0 34,0 27,0 19
XWRNW 08 HL L PN 315 10 R1/4"K 12 15,0 27,0 22,0 14

Series: LL=Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter

Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Screw-in fittings 70



XWRK (Continuation)

HANSAFFLEX

Identification

XWRNW 08 HL 1/8
XWRNW 08 HL 3/8
XWRNW 08 HL 1/2
XWRNW 10 HL
XWRNW 10 HL 1/4
XWRNW 10 HL 1/2
XWRNW 10 HL 3/4
XWRNW 13 HL
XWRNW 13 HL 1/4
XWRNW 13 HL 3/8
XWRNW 16 HL
XWRNW 16 HL 3/8
XWRNW 16 HL 3/4
XWRKNW 20 HL
XWRNW 03 HS
XWR NW 04 HS
XWR NW 06 HS
XWR NW 08 HS
XWRNW 08 HS 1/2
XWRNW 10 HS
XWRNW 13 HS
XWRNW 16 HS 1/2
XWRNW 13 HS 3/8

Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Screw-in fitting, angle 90°

Series

nununuLuuuLuLuurCFCrCrCCrCCCCCC -

w

Working pressure bar

PN 315
PN 315
PN 316
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 315
PN 160
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400
PN 400

Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Screw-in fittings

16

G

R1/8"K
R3/8"K
R1/2"K
R3/8"K
R1/4"K
R1/2"K
R3/4"K
R1/2"K
R1/4"K
R3/8"K
R1/2"K
R3/8"K
R3/4"K
R3/4"K
R1/4"K
R1/4"K
R3/8"K
R3/8"K
R1/2"K
R1/2"K
R1/2"K
R1/2"K
R3/8"K

L4
mm
15,0
17,0
23,0
17,0
17,0
23,0
28,0
21,0
21,0
21,0
23,5
235
27,5
27,5
16,0
17,0
17,5
21,5
23,5
22,0
24,5
26,5
24,5

L5
mm
27,0
28,0
34,0
28,0
28,0
34,0
42,0
34,0
34,0
34,0
36,0
36,0
42,0
42,0
26,0
27,0
28,0
28,0
34,0
320
320
42,0
32,0

L7
mm
22,0
24,0
30,0
24,0




XWMK Screw-in fitting, angle 90°

Connection 1: metric conical outer thread
Connection 2: metric cylindrical outer thread
Design: Screw-in fitting Construction: Angle 90°

Standard: DIN 2353 Included in scope of supply: Socket (without union nut and cutting ring)
Material: Steel Surface protection: electro galvanised

Sealing form 1: thread seal
Sealing form 2: 24° inner cone

Product versions: XWMK VA, Screw-in fitting, angle 90°, Stainless steel
WMK, Screw-in fitting, angle 90°, Steel

Identification Series Working pressure bar @d2 G i L4 L5 L7
mm mm mm mm mm
XWM 04 LL LL PN 100 4 M8x1K 8,0 11,0 17 15
L7 XWM 04 LL6 LL PN 100 4 M6x1K 8,0 11,0 17 15
e L4 o XWM 05 LL LL PN 100 5 M8x 1K 8,0 9,5 17 15
swW. XWM 06 LL 6 LL PN 100 6 M6x1K 7,0 9,5 17 15
] ‘ « XWMO6LL8 LL PN 100 6 M8x 1K 8,0 9,5 17 15
‘ El XWM 06 LL LL PN 100 6 M10x 1K 9,0 9,5 17 15
XWM 08 LL LL PN 100 8 M10x 1K 10,0 11,5 20 17
E XWM NW 04 HL L PN 315 6 M10x 1K 8,0 12,0 20 19
~ XWM NW 04 HL 12 L PN 315 6 M12x15K 12,0 12,0 22 19
XWM NW 06 HL L PN 315 8 M12x 15K 12,0 14,0 26 21
XWM NW 08 HL L PN 315 10 M14x15K 11,5 15,0 27 22
G XWM NW 08 HL 16 L PN 315 10 M16x1.5K 11,5 15,0 28 22
XWM NW 10 HL L PN 315 12 M16x1.5K 11,5 17,0 28 24
XWM NW 13 HL L PN 315 15 M18x1.5K 13,5 21,0 32 28
XWM NW 16 HL L PN 315 18 M22x15K 15,0 23,5 36 31
XWM NW 03 HS S PN 400 6 M12x15K 12,0 16,0 26 23
XWM NW 04 HS S PN 400 8 M14x15K 12,0 17,0 27 24
XWM NW 06 HS S PN 400 10 M16x1.5K 12,0 17,5 28 25
XWM NW 08 HS S PN 400 12 M18x 15K 12,0 21,5 28 29
XWM NW 10 HS S PN 400 14 M20x1.5K 14,0 22,0 32 30
XWM NW 13 HS S PN 400 16 M22x1.5K 14,0 24,5 32 33
Series: LL=Very light L=Light S=Heavy PN=Nominalpressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.
HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Screw-in fittings
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XWN Screw-in fitting, angle 90°

Connection 1: NPT external threads Sealing form 1: thread seal
Connection 2: metric cylindrical outer thread Sealing form 2: 24° inner cone
Design: Screw-in fitting Construction: Angle 90°
Standard: DIN 2353 Included in scope of supply: Socket (without union nut and cutting ring)
Material: Steel Surface protection: electro galvanised
Product versions: XWN VA, Screw-in fitting, angle 90°, Stainless steel
WN, Screw-in fitting, angle 90°, Steel

Identification Series Working pressure bar External pipe @ G i L4 L5 L7 SwW
mm mm mm mm mm mm
XWN 04 LL LL PN 100 4 1/8"-27 NPT 8,0 11,0 17 15,0 9
L7 XWN 05 LL LL PN 100 5 1/8"-27 NPT 8,0 11,0 17 15,0 9
S XWN 06 LL LL PN 100 6 1/8"-27 NPT 8,0 9,5 17 15,0 9
swW. XWN 08 LL LL PN 100 8 1/8"-27 NPT 10,0 11,5 20 17,0 12
] ‘ o XWNNWO04 HL L PN 315 6 1/8"-27 NPT 10,0 12,0 20 19,0 12
‘ 'Sl XWN NW 04 HL 1/4 L PN 315 6 1/4"-18 NPT 12,0 14,0 26 21,0 12
XWNNW 04 HL 1/2 L PN 315 6 1/2"-14 NPT 17,0 23,0 34 30,0 19
E XWN NW 06 HL L PN 315 8 1/4"-18 NPT 12,0 14,0 26 21,0 12
~ XWN NW 06 HL 3/8 L PN 315 8 3/8"-18 NPT 15,2 11,5 20 18,5 12
XWN NW 06 HL 1/2 L PN 315 8 1/2"-14 NPT 17,5 15,0 26 22,0 12
XWN NW 08 HL L PN 315 10 1/4"-18 NPT 14,0 15,0 27 22,0 14
G XWN NW 08 HL 3/8 L PN 315 10 3/8"-18 NPT 15,2 15,0 27 22,0 14
XWN NW 10 HL L PN 315 12 3/8"-18 NPT 12,5 17,0 28 24,0 17
XWN NW 10 HL 1/4 L PN 315 12 1/4"-18 NPT 14,0 17,0 28 24,0 17
XWNNW 10 HL 1/2 L PN 315 12 1/2"-14 NPT 19,0 23,0 34 30,0 19
XWN NW 13 HL L PN 315 15 1/2"-14 NPT 18,5 21,0 34 28,0 19
XWNNW 13 HL 3/8 L PN 315 15 3/8"-18 NPT 13,0 21,0 34 28,0 19
XWN NW 16 HL L PN 315 18 1/2"-14 NPT 20,0 23,5 36 31,0 24
XWN NW 16 HL 3/4 L PN 315 18 3/4"-14 NPT 18,5 23,5 40 31,0 24
XWN NW 20 HL L PN 160 22 3/4"-14 NPT 18,5 27,5 42 350 27
XWN NW 25 HL L PN 160 28 1"-11.5 NPT 24,0 30,5 48 38,0 36
XWNNW 32 HL L PN 160 35 1.1/4"-11.5 NPT 25,5 34,5 54 45,0 41
XWN NW 40 HL L PN 160 42 1.1/2"-11.5 NPT 26,0 40,0 61 51,0 50
XWN NW 03 HS S PN 630 6 1/4"-18 NPT 12,0 16,0 26 23,0 12
XWN NW 04 HS S PN 630 8 1/4"-18 NPT 15,0 17,0 27 24,0 14
XWN NW 06 HS S PN 630 10 3/8"-18 NPT 12,0 17,5 28 25,0 17
XWN NW 08 HS S PN 630 12 3/8"-18 NPT 12,5 21,5 28 29,0 17
XWN NW 10 HS S PN 630 14 1/2"-14 NPT 18,0 22,0 34 30,0 19
XWN NW 13 HS S PN 400 16 1/2"-14 NPT 19,0 24,5 36 33,0 24
XWN NW 13 HS 3/4 S PN 400 16 3/4"-14 NPT 20,0 24,5 40 33,0 24
XWN NW 16 HS S PN 400 20 3/4"-14 NPT 20,0 26,6 42 37,0 27
XWN NW 20 HS S PN 400 25 1"-11.5 NPT 24,0 30,0 48 42,0 36
XWN NW 25 HS S PN 400 30 1.1/4"-11.5 NPT 25,5 35,5 54 49,0 41
XWN NW 32 HS S PN 315 38 1.1/2"-11.5 NPT 26,0 41,0 61 57,0 50
Series: LL = Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.
HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Screw-in fittings




Fitting, angle 90°

XW

Connection 1 + 2: metric cylindrical outer thread Sealing form 1 + 2: 24° inner cone

Design: Fitting Construction: Angle 90°

Standard: DIN 2353 Included in scope of supply: Socket (without union nut and cutting ring)

o Material: Steel Surface protection: electro galvanised
3 Product versions: XW VA, Fitting, angle 90°, Stainless steel
W, Fitting, angle 90°, Steel

Identification Series Working pressure bar External pipe @ L2 L7

mm mm mm
L.

XW 04 LL L PN 100 4 11,0 15
XW 05 LL LL PN 100 5 95 15

5 XW 06 LL L PN 100 6 9,5 15

2 XW 08 LL LL PN 100 8 15 17

i, XW 10 LL L PN 100 10 125 18

x ‘ XW 12 LL LL PN 100 12 13,0 19

- 5| XWNW 04 HL L PN 315 6 120 19

L \ “‘j XW NW 06 HL L PN315 8 14,0 21

e XW NW 08 HL L PN 315 10 15,0 2
5 XW NW 10 HL L PN 315 12 17,0 2
- XW NW 13 HL L PN 315 15 210 28

|- XW NW 16 HL L PN 315 18 235 31

a0z | XW NW 20 HL L PN 160 2 275 35

XW NW 25 HL L PN 160 28 30,5 38

XW NW 32 HL L PN 160 35 34,5 45

XW NW 40 HL L PN 160 22 40,0 51

XW NW 03 HS s PN 630 6 16,0 3

XW NW 04 HS s PN 630 8 17,0 24

XW NW 06 HS s PN 630 10 17,5 25

XW NW 08 HS s PN 630 12 215 29

XW NW 10 HS s PN 630 14 220 30

XW NW 13 HS s PN 400 16 245 33

XW NW 16 HS s PN 400 20 265 37

XW NW 20 HS s PN 400 25 300 42

XW NW 25 HS s PN 400 30 35,5 49

XW NW 32 HS s PN 315 38 410 57

Series: LL=Very light L=Light S=Heavy PN=Nominal pressure PB=Max.operating pressure @ = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

HANSA ' F LEX Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Fittings
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Bulkhead fitting, angle 90

Connection 1 + 2: metric cylindrical outer thread

Design: Bulkhead fitting

Standard: DIN 2353

Material: Steel

Product versions: XSW VA, Bulkhead fitting, angle 90, Stainless steel
SW, Bulkhead fitting, angle 90, Steel

Identification Series Working pressure bar @d2
mm
XSW NW 04 HL L PN 315 6
XSW NW 06 HL L PN 315 8
XSW NW 08 HL L PN 315 10
XSW NW 10 HL L PN 315 12
XSW NW 13 HL L PN 315 15
XSW NW 16 HL L PN 315 18
XSW NW 20 HL L PN 160 22
XSW NW 25 HL L PN 160 28
XSW NW 32 HL L PN 160 35
XSW NW 40 HL L PN 160 42
XSW NW 03 HS S PN 630 6
XSW NW 04 HS S PN 630 8
XSW NW 06 HS S PN 630 10
XSW NW 08 HS S PN 630 12
XSW NW 10 HS S PN 630 14
XSWNW 13 HS S PN 400 16
XSW NW 16 HS S PN 400 20
XSW NW 20 HS S PN 400 25
XSW NW 25 HS S PN 400 30
XSW NW 32 HS S PN 315 38

Series: LL =Very light L=Light S=Heavy PN =Nominal pressure PB=Max.operating pressure @ d2 = External pipe diameter
Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Bulkhead fittings

G1

M12x1.5
M14x1.5
M16x1.5
M18x1.5
M22x1.5
M26x1.5
M30x2
M36x2
M45x 2
M52x2
M14x1.5
M16x1.5
M18x1.5
M20x1.5
M22x1.5
M24x1.5
M30x2
M36x2
M42x2
M52x2

Sealing form 1 + 2: 24° inner cone

Construction: Angle 90°
Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised

@D
mm
17
19
22
24
27
32
36
42
50
60
19
22
24
27
27
30
36
42
50
60

47
51
53

L2
mm
27,0
27,0
28,0
29,0
31,0
32,5

L2
mm
19
21
22
24
28
31

38
45
51
23
24
25
29
30

37
42
49
57

L4
mm
12,0
14,0
15,0
17,0
21,0
23,5

L5
mm
14

18
20
23
24
30
34
39
43
17
18
20
21

24
30
34
39
43

SwW S1
mm

12 17
12 19
14 22
17 24
19 30
24 36
27 41
36 46
41 55
50 65
12 19
14 22
17 24
17 27
19 30
24 32
27 41
36 46
41 50
50 65




XEWOR

L7

L4

SW.

Screw-in fitting, angle 90°

Connection 1: BSP external thread, cylindrical

Connection 2: metric cylindrical outer thread

Design: Adjustable direction screw-in fitting

Included in scope of supply: Socket (without union nut and cutting ring)

Surface protection: electro galvanised

Product versions: EWOR, Screw-in fitting, angle 90°, Socket with union nut and cutting ring

Sealing form 1: form G
Sealing form 2: 24° inner cone
Construction: Angle 90°
Material: Steel

L5

G1

HANSAFFLEX

Identification Series Working pressure bar @d2 G1 G2 i L4
mm mm mm
XEWOR NW 04 HL L PN 250 6 G1/8"-28 M12x1.5 8 12,0
XEWOR NW 06 HL L PN 250 8 G1/4"-19 M14x1.5 12 14,0
XEWOR NW 06 HL 3/8 L PN 250 8 G3/8"-19 M14x1.5 12 17,0
XEWOR NW 08 HL L PN 250 10 G1/4"-19 M16x1.5 12 15,0
XEWOR NW 10 HL L PN 250 12 G3/8"-19 M18x1.5 12 17,0
XEWOR NW 13 HL L PN 250 15 G1/2"-14 M22x1.5 14 21,0
XEWOR NW 16 HL L PN 160 18 G1/2"-14 M26x1.5 14 23,5
XEWOR NW 20 HL L PN 160 22 G3/4"-14 M30x2 16 27,5
XEWOR NW 25 HL L PN 100 28 G1"-11 M36x2 18 30,5
XEWOR NW 32 HL L PN 100 35 G1.1/4"-11 M45x2 20 34,5
XEWOR NW 40 HL L PN 100 42 G1.1/2"-11 M52x2 22 40,0
XEWOR NW 03 HS S PN 630 6 G1/4"-19 M14x1.5 12 15,0
XEWOR NW 04 HS S PN 630 8 G1/4"-19 M16x1.5 12 17,0
XEWOR NW 06 HS S PN 630 10 G3/8"-19 M18x1.5 12 17,5
XEWOR NW 08 HS S PN 630 12 G3/8"-19 M20x1.5 12 21,5
XEWOR NW 10 HS S PN 630 14 G1/2"-14 M22x1.5 14 22,0
XEWOR NW 13 HS S PN 400 16 G1/2"-14 M24x1.5 14 24,5
XEWOR NW 16 HS S PN 400 20 G3/4"-14 M30x2 16 26,5
XEWOR NW 20 HS S PN 400 25 G1"-1 M36x2 18 30,0
XEWOR NW 25 HS S PN 250 30 G1.1/4"-11 M42x2 20 35,5
XEWOR NW 32 HS S PN 250 38 G1.1/2"-11 M52x2 22 41,0

PN = Nominal pressure PB = Max. operating pressure  Series: LL =Very light L=Light S=Heavy @ d2=External pipe diameter

Information about fitting, installation, pressure loads and permissible operating temperatures can be found in the technical information for pipe fittings.

Line technology / Pipe fittings 24° DIN 2353 / Angle 90° / Adjustable direction fittings

L5
mm
21,5
26,0
285
26,0
285
335

S1

14
19
22
19
22
27
27
2
41
50
55

19
22
22
27
27
32
41
50
55

OR

8.0x1.5
10.0x 2.0
14.0x2.5
10.0x 2.0
140x25
18.0x3.0
18.0x3.0
235x3.0
29.0x3.5
38.0x3.5
44.0x3.5
10.0x2.0
10.0x2.0
14.0x2.5
14.0x2.5
18.0x3.0
18.0x3.0
23.5x3.0
29.0x3.5
38.0x3.5
44.0x3.5
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XEWORK

L7
L4
SW.
-
[ 58
3 S1
1 o
G1
HANSAFFLEX

Screw-in fitting, angle 90°
Connection 1: BSP external thread, cylindrical
Connection 2: metric cylindrical outer thread
Design: Adjustable direction screw-in fitting
Included in scope of supply: Socket (without union nut and cutting ring)
Surface protection: electro galvanised
Product versions: EWORK, Screw-in fitting, angle 90°, Socket with union nut and cutting ring

Identification Series Working pressure bar @d2 G1
mm

XEWORK 04 LL LL PN 250 4 G1/8"-28
XEWORK 06 LL LL PN 250 6 G1/8"-28
XEWORK NW 04 HL L PN 315 6 G1/8"-28
XEWORK NW 06 HL L PN 315 8 G1/4"-19
XEWORK NW 06 HL 3/8 L PN 315 8 G3/8"-19
XEWORK NW 08 HL L PN 315 10 G1/4"-19
XEWORK NW 10 HL L PN 250 12 G3/8"-19
XEWORK NW 13 HL L PN 250 15 G1/2"-14
XEWORK NW 16 HL L PN 250 18 G1/2"-14
XEWORK NW 20 HL L PN 160 22 G3/4"-14
XEWORK NW 